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STA.106+00 TO STA.111+50

 

 

UTILITY SHEET

UTILITY OWNERS

UTILITIES INDEX

STATION 111+50 THRU STATION 119+00                   U1-2

STATION 106+00 TO STATION 111+50

UTILITIES INDEX, UTILITY OWNERS AND UTILITY SHEET    U1-1

         GARY WILLIAMS 423-562-3316

         LAFOLLETTE, TENNESSEE 37766

         P.O.BOX 1411

POWER  - LAFOLLETTE UTILITIES BOARD

         STEPHEN HARRIS 865-426-2822

         LAKE CITY, TENNESSEE 37769

         P.O.BOX 428

GAS    - POWELL CLINCH UTILITY DISTRICT

         FRANK WALLACE 423-562-9776

         JACKSBORO, TENNESSEE 37757

         P.O.BOX 121, SUITE 2

WATER  - CARYVILLE-JACKSBORO UTILITY DISTRICT (NO RESPONSE)

         FRANK WALLACE 423-562-9776

         JACKSBORO, TENNESSEE 37757

         P.O.BOX 121, SUITE 2

SEWER  - CARYVILLE-JACKSBORO UTILITY DISTRICT (NO RESPONSE)

         DAVID OVERMAN 865-539-8579

         KNOXVILLE, TENNESSEE 37922

         9733 PARKSIDE DRIVE

PHONE  - AT & T      (NO CONFLICT)
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NO.

SHEET 

TITLE

PRESENT LAYOUT

PRESENT LAYOUT

COVER SHEET

U2-3

U2-2

U2-1

I-75: BRIDGE OVER KOPPERS ROAD (NBL)
AND SR-63 (SBL)

CAMPBELL COUNTY, TENNESSEE

U2-1

LEGEND:                                                                  

C

EXISTING UTILITY POLE WITH LIGHT

EXISTING COMMUNICATIONS POLE

PROPOSED UNDERGROUND ELECTRIC

EXISTING UNDERGROUND ELECTRIC

EXISTING OVERHEAD ELECTRIC SECONDARY

EXISTING OVERHEAD ELECTRIC PRIMARY

EXISTING UTILITY POLE WITH ANCHOR

EXISTING UTILITY POLE

PROPOSED PULLBOX

EXISTING COMMUNICATIONS CONDUCTOR

GENERAL NOTES:

1.  

2.  

3.  

4.  

5.  

6.  

10.

11.

12.

7.

8.

9.

UTILITY INFORMATION (ELECTRIC):

DRAWING INDEX

OFFICE PHONE: 423.562.3316

CONTACT: MR. GARY WILLIAMS

LAFOLLETTE, TN 37766

302 N. TENNESSEE AVENUE, P.O. BOX 1411

LAFOLLETTE UTILITIES

 

 
 

 

RELOCATION

ELECTRICAL

"AS-BUILT" DRAWINGS TO LAFOLLETTE UTILITIES. 

AFTER COMPLETION, CONTRACTOR SHALL SUBMIT ONE COPY OF

TO RESTOR THE GROUND TO ITS ORIGINAL OR BETTER CONDITION.

CONCRETE, ASPHALT, MULCH, LANDSCAPE, MATERIAL, ETC. AS REQ'D

CONTRACTOR SHALL FURNISH & INSTALL GRASS SEED, STRAW, SOD,

MATERIALS & DEBRIS FROM JOB SITE EACH DAY.

SPILLS, OR DRILL FLUIDS. CONTRACTOR SHALL ALSO REMOVE SCRAP

CONTRACTOR SHALL USE VACUUM TRUCK TO CLEAN UP ANY SPOILS,

CONTRACTOR TO PROVIDE ALL MATERIALS UNLESS OTHERWISE NOTED.

MINIMUM NOTICE OF ANY PROPOSED OUTAGES.

CONTRACTOR TO PROVIDE LAFOLLETTE UTILITIES WITH A 24 HOUR

SUBJECT TO APPROVAL BY LAFOLLETTE UTILITIES INSPECTOR.

SEPARATE SPECIFICATIONS PACKET HAS BEEN PROVIDED. ALL WORK

LAFOLLETTE UTILITIES SPECIFICATIONS ARE AS SHOWN ON PLANS. NO

CONSERVATIVE STANDARD.  

WHERE A CONFLICT EXISITS, APPLY THE MOST STRINGENT OR 

NESC, NEC, AND LAFOLLETTE UTILITIES STANDARDS AND SPECIFICATIONS.

ENTIRE ELECTRIC INSTALLATION SHALL ADHERE TO ALL APPLICABLE

PRIOR TO CONSTRUCTION.

UTILITIES. CONTACT UTILITY AT LEAST THREE (3) WORKING DAYS 

ENTIRE ELECTRIC INSTALLATION MUST BE INSPECTED BY LAFOLLETTE

REGULATIONS.

CONFORM WITH ALL APPLICABLE LOCAL, STATE, AND OSHA

SOLELY THE RESPONSIBILITY OF THE CONTRACTOR AND SHALL

TRENCH DESIGN AND SAFETY FOR DUCT CONSTRUCTION IS

TO WORK OVER AND AROUND THE UTILITIES.

OF THIS PROJECT. FURNISH ANY SPECIAL EQUIPMENT REQUIRED

THE EXISTING UTILITIES FROM DAMAGE DURING THE CONSTRUCTION

PROVIDE ALL NECESSARY PROTECTIVE MEASURES TO SAFEGUARD

THE UTILITY COMPANIES INVOLVED.

DETERMINED IN THE FIELD BY POTHOLING AND BY CONTACTING

DRAWINGS ARE APPROXIMATE. THE EXACT LOCATIONS SHALL BE

THE LOCATIONS OF THE EXISTING UTILITIES SHOWN ON THESE

UTILITY.

DAYS PRIOR TO COMMENCEMENT OF OPERATIONS AROUND THE

UTILITY. NOTIFICATION SHALL BE GIVEN AT LEAST THREE BUSINESS

AND REQUEST THEM TO PROPERLY LOCATE THEIR RESPECTIVE

THE UTILITY OWNERS TO NOTIFY THEM OF WORK IN THE AREA

PRIOR TO COMMENCING WORK, THE CONTRACTOR SHALL CONTACT

SYSTEM, AT 1-800-351-1111.

LOCATE EXISTING UTILITIES. CALL THE TENNESSEE ONE CALL

13.
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TYPE 38
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CONDUIT

DIRECT BURY 

PROPOSED 1-1/2" 

CONDUIT

DIRECT BURY 

PROPOSED 1-1/2" 

DIRECT BURY CONDUIT

ABANDON EXISTING 1-1/2" 

NOTES:

1.

2.

3.

4.

SIZE AND TYPE.

CABLE. MATCH EXISTING CONDUCTOR 

EXISTING #4CU 600V SECONDARY 

600V SECONDARY CABLE TO (2) 

PULLBOX. SPLICE NEW (2) #4CU 

BURY CONDUIT WITH PROPOSED 

INTERCEPT EXISTING 1-1/2" DIRECT 

LOC. 3
SIZE AND TYPE.

CABLE. MATCH EXISTING CONDUCTOR 

EXISTING #4CU 600V SECONDARY 

600V SECONDARY CABLE TO (2) 

PULLBOX. SPLICE NEW (2) #4CU 

BURY CONDUIT WITH PROPOSED 

INTERCEPT EXISTING 1-1/2" DIRECT 

LOC. 4

AND TYPE.

MATCH EXISTING CONDUCTOR SIZE 

#4CU 600V SECONDARY CABLE. 

SECONDARY CABLE TO (2) EXISTING 

SPLICE NEW (2) #4CU 600V 

CONDUIT WITH PROPOSED PULLBOX. 

EXISTING 1-1/2" DIRECT BURY 

OF EXISTING LIGHT POLE. INTERCEPT 

PLACE PROPOSED PULLBOX AT BASE 

LOC. 2

EXISTING CONDUCTOR SIZE AND TYPE.

#4CU 600V SECONDARY CABLE. MATCH 

SECONDARY CABLE TO (2) EXISTING 

PULLBOX. SPLICE NEW (2) #4CU 600V 

BURY CONDUIT WITH PROPOSED 

INTERCEPT EXISTING 1-1/2" DIRECT 

LOC. 1

SUBJECT TO APPROVAL BY LAFOLLETTE UTILITIES INSPECTOR. 

ELBOWS AT ALL HANDHOLE ENTRANCES.  ALL CONDUIT AND FITTINGS WILL BE 

ALL CONDUIT TO BE SCH. 40 PVC UNLESS OTHERWISE NOTED. USE CONDUIT

LAFOLLETTE UTILITIES PRIOR TO CONSTRUCTION. 

WORKING VOLUME OF 5,832 CUBIC INCHES. PULLBOXES MUST BE APPROVED BY 

TIER 15 WEIGHT SPECIFICATION. PULLBOXES SHALL HAVE A MINIMUM INSIDE 

PULLBOXES SHALL MEET ALL APPLICABLE TDOT STANDARDS AS WELL AS THE 

SUBJECT TO APPROVAL BY LAFOLLETTE UTILITIES INSPECTOR. 

USE WEATHERPROOF SPLICES ON ALL WIRE CONNECTIONS. ALL SPLICES ARE 

MAINTAIN 24" OF COVER BENEATH FINAL GRADE. 

PROPOSED ELECTRICAL CONDUIT SHALL TAKE PLACE ONLY WHERE NECCESSARY TO

ABANDONMENT OF EXISTING ELECTRICAL CONDUIT AND INSTALLATION OF 

FINAL GRADE. COORDINATE WITH ROADWAY CONTRACTOR PRIOR TO CONSTRUCTION. 

CONTRACTOR TO VERIFY DEPTH OF EXISTING CONDUIT AND COMPARE TO PROPOSED
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