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 GENERAL NOTES:  

SPECIFICATIONS: 

STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, 
TENNESSEE DEPARTMENT OF TRANSPORTATION, (MARCH 1, 2006 EDITION) 

LOADING: 

HS20-44 LIVE LOADING, SEISMIC ZONE “A”, ACCELERATION COEFFICIENT 0.09. 

DESIGN SPECIFICATIONS: 

AASHTO 2002 EDITION WITH ADDENDA. 

CONCRETE: 

TO BE CLASS “A” (CAST IN PLACE), EXCEPT AS NOTED OTHERWISE. 

CONCRETE CURING 

ALL CONCRETE IN REPAIR AREAS SHALL BE CURED ACCORDING TO THE 
STANDARD SPECIFICATIONS. 

REINFORCING STEEL: 

SHALL BE ASTM A615 GRADE 60 UNLESS NOTED OTHERWISE. SEE SECTION 604 & 
907 OF THE STANDARD SPECIFICATIONS. 

FALSEWORK OVER TRAFFIC: 

SEE SECTION 604.06 OF THE STANDARD SPECIFICATIONS. 

REQUIREMENTS AND RESTRICTIONS FOR PHASE 
CONSTRUCTION: 

ONE 12 FOOT TRAFFIC LANE SHALL BE MAINTAINED AT ALL TIMES ON 
NORTHBOUND STATE ROUTE 9.  AN OUTSIDE SHOULDER CLOSURE ON 
WESTBOUND I-40 SHALL BE PROVIDED.  WORK TO BE COMPLETED OVER ONE 
WEEKEND. 

FORMS AND FALSEWORK: 

CONCRETE FORM WORK, FALSEWORK, AND TEMPORARY SUPPORTS SHALL BE 
REMOVED FROM THE JOB SITE AFTER WORK IS COMPLETED.  COST OF FORMS, 
FALSEWORK, AND TEMPORARY SUPPORT SHALL BE INCLUDED IN ITEMS BID ON.  
THIS WORK SHALL BE COMPLETED BEFORE FINAL PAYMENT IS APPROVED. 

SPECIAL NOTE FOR UTILITIES: 

CARE SHALL BE TAKEN WHILE REMOVING AND REPAIRING BRIDGE COMPONENTS 
SO AS NOT TO DISTURB OR DAMAGE ANY UTILITIES. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

HIGH STRENGTH CONCRETE: 

CONCRETE WITH A COMPRESSIVE STRENGTH OF 5,000 PSI SHALL BE USED FOR 
BEAM REPAIRS.  THE MAXIMUM SIZE OF AGGREGATE SHALL BE NO. 6. 

DEMOLITION: 

THE CONTRACTOR SHALL TAKE SPECIAL CARE TO PROTECT ANY PARTS OF THE 
STRUCTURE THAT ARE NOT TO BE REMOVED SPECIFICALLY.  THE CONTRACTOR 
IS NOT ALLOWED TO USE A HYDRAULIC RAM MOUNTED ON A BACKHOE 
(COMMONLY CALLED A HOE RAM) OR OTHER SIMILARLY HEAVY EQUIPMENT FOR 
CONCRETE REMOVAL.  PNEUMATIC HAMMERS MAY BE USED, AS SPECIFIED, TO 
REMOVE UNSOUND CONCRETE.  SAWING OR CUTTING OF THE CONCRETE IS 
ACCEPTABLE SO LONG AS ANY SPECIFIED PROJECTION OF THE EXISTING 
REINFORCEMENT IS MAINTAINED.  ALL DEVICES PROPOSED FOR CONCRETE 
DEMOLITION SHALL MEET THE APPROVAL OF THE ENGINEER. 

APPROVAL OF MATERIALS: 

NO FABRICATION SHALL BE STARTED UNTIL ALL THE MATERIALS INVOLVED HAVE 
BEEN APPROVED BY THE TENNESSEE DEPARTMENT OF TRANSPORTATION, 
DIVISION OF MATERIALS AND TESTS WITH A COPY OF THE TEST REPORTS ALSO 
GOING TO THE TENNESSEE DEPARTMENT OF TRANSPORTATION, DIVISION OF 
STRUCTURES, BRIDGE INSPECTION AND REPAIR OFFICE.  

SPECIAL NOTES TO CONTRACTOR: 

THE CONTRACTOR IS RESPONSIBLE FOR AND SHOULD TAKE ALL PRECAUTIONS 
TO ENSURE THE STABILITY OF THE STRUCTURE DURING THE REPAIRS. 

THE CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AND QUANTITIES 
BEFORE ORDERING ANY MATERIALS. 

SEASONAL LIMITATIONS NOTE: 

THE SWALLOW NESTS CANNOT BE DISTURBED WHILE EGGS OR YOUNG ARE 
PRESENT IN THE NEST.  THE APPROXIMATE DATE FOR NESTING ACTIVITIES 
BEGINNING IS MAY 1 AND THE FLEDGLING FOR THE CLIFF SWALLOW IS JULY, 15.  
NOTE THAT THESE ARE APPROXIMATE DATES AND NESTING COULD OCCUR 
EARLIER AND LAST UNTIL LATER.  THE DATES ARE FOR GUIDANCE ONLY AND THE 
EMPHASIS IS ON THE PRESENCE OR ABSENCE OF EGGS OR YOUNG, NOT THE 
DATES.  THE CONTRACTOR CANNOT DISTURB THE SWALLOWS OR NESTS AS 
LONG AS EGGS AND/OR YOUNG ARE PRESENT.  THE USFWS HAS GIVEN THE DATE 
OF JULY 15 AS THE TYPICAL TIME WHEN YOUNG SHOULD BE LEAVING THE NEST.  
HOWEVER, THIS DATE COULD BE UP TO A MONTH OR MORE LATER DEPENDING 

ON WHEN THE SWALLOWS ACTUALLY LAY THEIR EGGS.  IF THE BIRDS ARE 
PRESENT AND EGGS OR YOUNG ARE IN THE NEST, THEY ARE NOT TO BE 
DISTURBED UNTIL THE YOUNG LEAVE THE NESTS.  IF WORK BEGINS PRIOR TO 
THE BIRDS NESTING, THE CONTRACTOR CAN REMOVE THE NESTS AND TAKE 
MEASURES TO PREVENT THE SWALLOWS FROM BUILDINGS NESTS AND WORK 
THROUGHOUT THE NESTING SEASON.  THIS COULD BE INSTALLATION OF 
NETTING, TARPS OR JUST HAVING SOMEBODY AVAILABLE TO REMOVE THE NESTS 
BEFORE THE BIRDS CAN LAY EGGS IN THEM. 

 

ITEM NO. DESCRIPTION UNIT QUANTITY

(1)  * 604-10.05 CONCRETE S.F. 59

(1)  * 604-10.54 CONCRETE REPAIRS S.F. 12

  * 604-10.58 EPOXY INJECTION (INJECTION) GAL 1

  * 604-10.62 EPOXY INJECTION REPAIR (COMPLETE AND IN-PLACE) L.F. 14

  * 604-10.69 PRESTRESSING STRAND SPLICE EACH 3

(2)    604-10.90 MISCELLANEOUS BRIDGE ITEM (OVERHEIGHT DETECTION SYSTEM) LS 1

* DENOTES:  ITEM CAN BE INCREASED, DECREASED, OR ELIMINATED AS DIRECTED BY THE ENGINEER.

ESTIMATED BRIDGE QUANTITIES
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GENERAL NOTES  

GRADING 

(1) ANY AREA THAT IS DISTURBED OUTSIDE LIMITS OF CONSTRUCTION DURING 
THE LIFE OF THIS PROJECT SHALL BE REPAIRED BY THE CONTRACTOR AT HIS 

EXPENSE. 

(2) THE CONTRACTOR SHALL NOT DISPOSE OF ANY MATERIAL EITHER ON OR 
OFF STATE-OWNED R.O.W. IN A REGULATORY FLOOD WAY AS DEFINED BY 
THE FEDERAL EMERGENCY MANAGEMENT AGENCY WITHOUT APPROVAL BY 
SAME.  ALL MATERIAL SHALL BE DISPOSED OF IN UPLAND (NON-WETLAND) 
AREAS AND ABOVE ORDINARY HIGH WATER OF ANY ADJACENT 
WATERCOURSE.  THIS DOES NOT ELIMINATE THE NEED TO OBTAIN ANY 
OTHER LICENSES OR PERMITS THAT MAY BE REQUIRED BY ANY OTHER 
FEDERAL, STATE OR LOCAL AGENCY. 

UTILITIES 

(3) THE LOCATIONS OF UTILITIES SHOWN WITHIN THESE PLANS ARE 

APPROXIMATE ONLY.  EXACT LOCATIONS SHALL BE DETERMINED IN THE 
FIELD BY CONTACTING THE UTILITY COMPANIES INVOLVED.  NOTIFICATION BY 
CALLING THE TENNESSEE ONE CALL SYSTEM, INC., AT 1-800-351-1111 AS 
REQUIRED BY TCA 65-31-106 WILL BE REQUIRED. 

(4) UNLESS OTHERWISE NOTED, ALL UTILITY ADJUSTMENTS WILL BE 
PERFORMED BY THE UTILITY OR IT’S REPRESENTATIVE.  THE CONTRACTOR 
AND UTILITY OWNERS WILL BE REQUIRED TO COOPERATE WITH EACH OTHER 
IN ORDER TO EXPEDITE THE WORK REQUIRED BY THIS CONTRACT.  ON 
CONTRACTS WHERE CONSTRUCTION STAKES, LINES, AND GRADES ARE 
CONTRACT ITEMS, THE CONTRACTOR WILL BE REQUIRED TO PROVIDE RIGHT-
OF-WAY OR SLOPE STAKES, DITCH OR STREAM BED GRADES, OR OTHER 
ESSENTIAL SURVEY STAKING TO PREVENT CONFLICTS WITH THE HIGHWAY 

CONSTRUCTION.  FREQUENTLY, THIS WILL BE REQUIRED AS THE FIRST ITEM 
OF WORK AND AT ANY LOCATION ON THE PROJECT DIRECTED BY THE 
ENGINEER. 

(5) THE CONTRACTOR WILL PROVIDE ALL NECESSARY PROTECTIVE MEASURES 
TO SAFEGUARD EXISTING UTILITIES FROM DAMAGE DURING CONSTRUCTION 
OF THIS PROJECT.  IN THE EVENT THAT SPECIAL EQUIPMENT IS REQUIRED TO 
WORK OVER AND AROUND THE UTILITIES, THE CONTRACTOR WILL BE 
REQUIRED TO FURNISH SUCH EQUIPMENT.  THE COST OF PROTECTING 
UTILITIES FROM DAMAGE AND FURNISHING SPECIAL EQUIPMENT WILL BE 
INCLUDED IN THE PRICE BID FOR OTHER ITEMS OF CONSTRUCTION. 

 

(6) PRIOR TO SUBMITTING HIS BID, THE CONTRACTOR WILL BE SOLELY 
RESPONSIBLE FOR CONTACTING OWNERS OF ALL AFFECTED UTILITIES IN 
ORDER TO DETERMINE THE EXTENT TO WHICH UTILITY RELOCATIONS 
AND/OR ADJUSTMENTS WILL HAVE UPON THE SCHEDULE OF WORK FOR THE 
PROJECT.  WHILE SOME WORK MAY BE REQUIRED ‘AROUND’ UTILITY 

FACILITIES THAT WILL REMAIN IN PLACE, OTHER UTILITY FACILITIES MAY 
NEED TO BE ADJUSTED CONCURRENTLY WITH THE CONTRACTOR’S 
OPERATIONS.  ADVANCE CLEAR CUTTING MAY BE REQUIRED BY THE 
ENGINEER AT ANY LOCATION WHERE CLEARING IS CALLED FOR IN THE 
SPECIFICATIONS AND CLEAR CUTTING IS NECESSARY FOR A UTILITY 
RELOCATION.  ANY ADDITIONAL COST WILL BE INCLUDED IN THE UNIT PRICE 
BID FOR THE CLEARING ITEM SPECIFIED IN THE PLANS. 

(7) THE CONTRACTOR SHALL NOTIFY EACH INDIVIDUAL UTILITY OWNER OF HIS 
PLAN OF OPERATION IN THE AREA OF THE UTILITIES.  PRIOR TO 
COMMENCING WORK, THE CONTRACTOR SHALL CONTACT THE UTILITY 
OWNERS AND REQUEST THEM TO PROPERLY LOCATE THEIR RESPECTIVE 
UTILITY ON THE GROUND.  THIS NOTIFICATION SHALL BE GIVEN AT LEAST 
THREE (3) BUSINESS DAYS PRIOR TO COMMENCEMENT OF OPERATIONS 
AROUND THE UTILITY IN ACCORDANCE WITH TCA 65-31-106. 

MISCELLANEOUS 

(8) NOTHING IN THE GENERAL NOTES OR SPECIAL PROVISIONS SHALL RELIEVE 
THE CONTRACTOR FROM HIS RESPONSIBILITIES TOWARD THE SAFETY AND 
CONVENIENCE OF THE GENERAL PUBLIC AND THE RESIDENTS ALONG THE 
PROPOSED CONSTRUCTION AREA 

CONSTRUCTION WORK ZONE & TRAFFIC CONTROL 

(9) ADVANCED WARNING SIGNS SHALL NOT BE DISPLAYED MORE THAN FORTY-

EIGHT (48) HOURS BEFORE PHYSICAL CONSTRUCTION BEGINS.  SIGNS MAY 
BE ERECTED UP TO ONE WEEK BEFORE NEEDED, IF THE SIGN FACE IS FULLY 
COVERED. 

(10) IF THE CONTRACTOR MOVES OFF THE PROJECT, HE SHALL COVER OR 
REMOVE ALL UNNEEDED SIGNS AS DIRECTED BY THE ENGINEER.  COSTS OF 
REMOVAL, COVERING, AND REINSTALLING SIGNS SHALL NOT BE MEASURED 
AND PAID FOR SEPARATELY, BUT ALL COSTS SHALL BE INCLUDED IN THE 
ORIGINAL UNIT PRICE BID FOR ITEM NO 712-06, SIGNS (CONSTRUCTION) PER 
SQUARE FOOT. 

(11) A LONG TERM BUT SPORADIC USE WARNING SIGN, SUCH AS A FLAGGER SIGN, 
MAY REMAIN IN PLACE WHEN NOT REQUIRED PROVIDED THE SIGN FACE IS 
FULLY COVERED. 

(12) TRAFFIC CONTROL DEVICES SHALL NOT BE DISPLAYED OR ERECTED UNLESS 
RELATED CONDITIONS ARE PRESENT NECESSITATING WARNING.  

(13) USE OF BARRICADES, PORTABLE BARRIER RAILS, VERTICAL PANELS, AND 
DRUMS SHALL BE LIMITED TO THE IMMEDIATE AREAS OF CONSTRUCTION 
WHERE A HAZARD IS PRESENT.  THESE DEVICES SHALL NOT BE STORED 

ALONG THE ROADWAY WITHIN THIRTY (30) FEET OF THE EDGE OF THE 
TRAVELED WAY BEFORE OR AFTER USE UNLESS PROTECTED BY GUARDRAIL, 
BRIDGE RAIL, AND/OR BARRIERS INSTALLED FOR OTHER PURPOSES FOR 
ROADWAYS WITH CURRENT ADT’S LESS THAN 1500 AND DESIGN SPEED OF 
LESS THAN 60 MPH.  THIS DISTANCE SHALL INCREASE TO FORTY-FIVE (45) 
FEET FOR ROADWAYS WITH CURRENT ADT’S OF 1500 OR GREATER AND 
DESIGN SPEED OF 60 MPH OR GREATER OR ON THE OUTSIDE OF A 
HORIZONTAL CURVE.  THESE DEVICES SHALL BE REMOVED FROM THE 
CONSTRUCTION WORK ZONE WHEN THE ENGINEER DETERMINES THEY ARE 
NO LONGER NEEDED.  WHERE THERE IS INSUFFICIENT RIGHT-OF-WAY TO 
PROVIDE FOR THIS REQUIRED SETBACK, THE CONTRACTOR SHALL 
DETERMINE THE ALTERNATE LOCATIONS AND REQUEST THE ENGINEER’S 
APPROVAL TO USE THEM. 

(14) THE CONTRACTOR SHALL NOT BE PERMITTED TO PARK ANY VEHICLES OR 
CONSTRUCTION EQUIPMENT DURING PERIODS OF INACTIVITY, WITHIN THIRTY 
(30) FEET OF THE EDGE OF PAVEMENT WHEN THE LANE IS OPEN TO TRAFFIC 
UNLESS PROTECTED BY GUARDRAIL, BRIDGE RAIL, AND/OR BARRIERS 
INSTALLED FOR OTHER PURPOSES FOR ROADWAYS WITH CURRENT ADT’S 
LESS THAN 1500 AND DESIGN SPEED OF LESS THAN 60 MPH.  THIS DISTANCE 
SHALL BE INCREASED TO FORTY-FIVE (45) FEET FOR ROADWAYS WITH 
CURRENT ADT’S OF 1500 OR GREATER AND DESIGN SPEED OF 60 MPH OR 
GREATER OR ON THE OUTSIDE OF A HORIZONTAL CURVE.  PRIVATELY 
OWNED VEHICLES SHALL NOT BE ALLOWED TO PARK WITHIN THIRTY (30) 
FEET OF A OPEN TRAFFIC LANE AT ANY TIME UNLESS PROTECTED AS 
DESCRIBED ABOVE FOR ROADWAYS WITH CURRENT ADT’S LESS THAN 1500 
AND DESIGN SPEED OF LESS THAN 60 MPH.  THIS DISTANCE SHALL BE 

INCREASED TO FORTY-FIVE (45) FEET FOR ROADWAYS WITH CURRENT ADT’S 
OF 1500 OR GREATER AND DESIGN SPEED OF 60 MPH OR GREATER OR ON 
THE OUTSIDE OF A HORIZONTAL CURVE..  WHERE THERE IS INSUFFICIENT 
RIGHT-OF-WAY TO PROVIDE FOR THIS REQUIRED SETBACK, THE 
CONTRACTOR SHALL DETERMINE THE ALTERNATE LOCATIONS AND REQUEST 
THE ENGINEER’S APPROVAL TO USE THEM. 

(15) ALL DETOUR AND CONSTRUCTION SIGNING SHALL BE IN STRICT 
ACCORDANCE WITH THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES.  

 

 

ITEM NO. DESCRIPTION UNIT QUANTITY

(1) 712-01 TRAFFIC CONTROL LS 1

712-04.01 FLEXIBLE DRUMS (CHANNELIZING) EACH 55

712-05.03 WARNING LIGHTS (TYPE C) EACH 15

712-06 SIGNS (CONSTRUCTION) S.F. 370

712-08.03 ARROW BOARD (TYPE C) EACH 3

717-01 MOBILIZATION LS 1

FOOTNOTE:

(1)

ESTIMATED ROADWAY QUANTITIES

INCLUDES ANY ADDITIONAL TRAFFIC CONTROL NECESSARY FOR THE INSTALLATION OF THE 

OVERHEIGHT DETECTION SYSTEM.

ELECTRICAL/GAS, KNOXVILLE UTILITIES BOARD

WATER/SEWER: P.O. BOX 59017 

4505 MIDDLEBROOK PIKE 37921-5599

KNOXVILLE, TN  37950-9015

(865) 524-2911

GABRIEL J. BOLAS - (865) 558-2100 

TELEPHONE AT&T

9733 PARKSIDE DRIVE

KNOXVILLE, TN  37922

(865) 539-8579

DAVID OVERMAN

FIBER OPTIC: CITY OF KNOXVILLE INFORMATION SYSTEMS

400 MAIN STREET, SUITE M22

KNOXVILLE, TN  37902

(865) 215-2671

EMERGENCY: (865) 659-0723

JIM LAWSON - CELL (865) 659- 0723

CABLE: XFINITY (COMCAST)

5720 ASHEVILLE HIGHWAY

KNOXVILLE, TN  37924

(865) 862-5061

JOSH JONES

UTILITY OWNERS
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GENERAL NOTES  

EROSION PREVENTION AND SEDIMENT CONTROL 

 SEDIMENT CONTROL 

(16) EPSC MEASURES SHALL BE INSTALLED AND FUNCTIONAL PRIOR TO ANY 
EARTH MOVING OPERATIONS, AND SHALL BE MAINTAINED THROUGHOUT 
THE CONSTRUCTION PERIOD. 

(17) THE CONTRACTOR SHALL ESTABLISH AND MAINTAIN A PROACTIVE METHOD 
TO PREVENT THE OFF-SITE MIGRATION OR DEPOSIT OF SEDIMENT ON 
ROADWAYS USED BY THE GENERAL PUBLIC. IF SEDIMENT ESCAPES THE 
CONSTRUCTION SITE, OFF-SITE ACCUMULATIONS OF SEDIMENT THAT HAVE 
NOT REACHED A STREAM MUST BE REMOVED AT A FREQUENCY 
SUFFICIENT TO MINIMIZE OFF-SITE IMPACTS (E.G., FUGITIVE SEDIMENT 
THAT HAS ESCAPED THE CONSTRUCTION SITE AND HAS COLLECTED IN A 
STREET MUST BE REMOVED SO THAT IT IS NOT SUBSEQUENTLY WASHED 
INTO STORM SEWERS AND STREAMS BY THE NEXT RAIN AND/OR SO THAT 

IT DOES NOT POSE A SAFETY HAZARD TO USERS OF PUBLIC STREETS). 
ARRANGEMENTS CONCERNING REMOVAL OF SEDIMENT ON ADJOINING 
PROPERTY MUST BE SETTLED WITH THE ADJOINING PROPERTY OWNER 
BEFORE REMOVAL OF SEDIMENT.  

(18) WATER PUMPED FROM WORK AREAS AND EXCAVATION MUST BE HELD IN 
SETTLING BASINS OR TREATED BY FILTRATION OR CHEMICAL TREATMENT 
PRIOR TO ITS DISCHARGE INTO SURFACE WATERS. ALL PHYSICAL AND/OR 
CHEMICAL TREATMENT WILL BE APPLIED IN ACCORDANCE WITH 
MANUFACTURER’S GUIDELINES AND FULLY DESCRIBED IN THE EPSC 
PLANS. WATER MUST BE HELD IN SETTLING BASINS UNTIL AT LEAST AS 
CLEAR AS THE RECEIVING WATERS. SETTLING BASINS SHALL NOT BE 
LOCATED CLOSER THAN 20 FEET FROM THE TOP BANK OF A STREAM. 
SETTLING BASINS AND SEDIMENT TRAPS SHALL BE PROPERLY DESIGNED 
ACCORDING TO THE SIZE OF THE DRAINAGE AREAS OR VOLUME OF WATER 
TO BE TREATED. TREATED WATER MUST BE DISCHARGED THROUGH A PIPE 
OR WELL- VEGETATED OR LINED CHANNEL, SO THAT THE DISCHARGE DOES 
NOT CAUSE EROSION OR SEDIMENT TRANSPORT. DISCHARGES FROM 
BASINS AND IMPOUNDMENTS SHALL UTILIZE OUTLET STRUCTURES THAT 
ONLY WITHDRAW WATER FROM NEAR THE SURFACE OF THE BASIN OR 
IMPOUNDMENT. DISCHARGES MUST NOT CAUSE AN OBJECTIONABLE 
COLOR CONTRAST WITH THE RECEIVING STREAM.  

(19) TEMPORARY EPSC MEASURES MAY BE REMOVED AT THE BEGINNING OF 
THE WORKDAY, BUT MUST BE REPLACED AT THE END OF THE WORKDAY.  

 STREAM/WETLAND 

(20) SOIL MATERIALS MUST BE PREVENTED FROM ENTERING WATERS OF THE 
STATE/U.S. EPSC MEASURES TO PROTECT WATER QUALITY MUST BE 
MAINTAINED THROUGHOUT THE CONSTRUCTION PERIOD. APPROPRIATE 
EPSC MEASURES MUST BE INSTALLED ALONG THE BASE OF ALL FILLS AND 
CUTS, ON THE DOWNHILL SIDE OF STOCKPILED SOIL, AND ALONG STREAM 
BANKS IN CLEARED AREAS TO PREVENT SEDIMENT MIGRATION INTO 
STREAMS IN ACCORDANCE WITH TDOT STANDARDS. THEY MUST BE 
INSTALLED ON THE CONTOUR, ENTRENCHED AND STAKED, AND EXTEND 
THE WIDTH OF THE AREA TO BE CLEARED.  

(21) INSTREAM EPSC DEVICES REQUIRE THE ENVIRONMENTAL DIVISION’S 
PERMITS SECTION REVIEW AND MUST BE PROCESSED BY THE PERMITS 
SECTION TO OBTAIN TDEC, USACE, AND TVA PERMITS.  

(22) THE OPERATION OF EQUIPMENT IN WATERS OF THE STATE/U.S., INCLUDING 
WETLANDS, SHALL BE ONLY AS SHOWN ON THE PROJECT PLANS AND/OR 
AS SO SPECIFIED IN THE ARAP/401, SECTION 404 PERMIT(S) AND/OR 
TVA26(A), IF APPLICABLE. ANY ADDITIONAL PERMITS REQUIRED BY THE 
CONTRACTOR'S METHOD OF OPERATION SHALL BE THE RESPONSIBILITY 
OF THE CONTRACTOR TO OBTAIN, AFTER RECEIVING THE APPROVAL OF 
TDOT ENVIRONMENTAL DIVISION.  

 SPECIES 

(23) NO ACTIVITY MAY SUBSTANTIALLY DISRUPT THE MOVEMENT OF THOSE 
SPECIES OF AQUATIC LIFE INDIGENOUS TO THE WATER BODY, INCLUDING 
THOSE SPECIES THAT NORMALLY MIGRATE THROUGH THE AREA. THE 
SWPPP SHALL BE MODIFIED TO INCLUDE EPSC MEASURES TO PREVENT 
NEGATIVE IMPACTS TO LEGALLY PROTECTED STATE OR FEDERAL FAUNA 
OR FLORA OR AS INDICATED IN THE ECOLOGICAL STUDIES OR ON THE 
PERMIT(S).  

 INSPECTION, MAINTENANCE, REPAIR 

(24) EPSC CONTROLS WILL BE MAINTAINED IN ACCORDANCE WITH TDOT 
STANDARD DRAWINGS AND GOOD ENGINEERING PRACTICES.  

(25) INSPECTION, REPAIR, AND MAINTENANCE OF EPSC 
MEASURES/STRUCTURES IS TO BE PERFORMED ON A REGULAR BASIS. 

SEDIMENT SHALL BE REMOVED FROM SEDIMENT CONTROL STRUCTURES 
WHEN THE DESIGN CAPACITY HAS BEEN REDUCED BY FIFTY PERCENT 
(50%). DURING SEDIMENT REMOVAL, THE CONTRACTOR SHALL TAKE CARE 
TO ENSURE THAT STRUCTURAL COMPONENTS OF EPSC MEASURES ARE 
NOT DAMAGED AND THUS MADE INEFFECTIVE. IF DAMAGE DOES OCCUR, 

THE CONTRACTOR SHALL REPAIR THE STRUCTURES AT THE 
CONTRACTOR'S OWN EXPENSE.  

(26) SEDIMENT REMOVED FROM SEDIMENT CONTROL STRUCTURES SHALL BE 
PLACED AND BE TREATED IN A MANNER SO THAT THE SEDIMENT IS 
CONTAINED WITHIN THE PROJECT LIMITS AND DOES NOT MIGRATE INTO 
WATERS OF THE STATE/U.S. COST FOR THIS TREATMENT IS TO BE 
INCLUDED IN PRICE BID FOR ITEM NO. 209-05 SEDIMENT REMOVAL, C.Y.  

(27) INSPECTION OF EPSC MEASURES SHALL BE DONE AT LEAST TWICE PER 
CALENDAR WEEK AT LEAST 72 HOURS APART. A CALENDAR WEEK IS 
DEFINED AS SUNDAY THROUGH SATURDAY. QUALITY ASSURANCE/QUALITY 
CONTROL SITE ASSESSMENT OF EPSC SHALL BE PERFORMED PER THE 
TDOT ENVIRONMENTAL DIVISION’S COMPREHENSIVE INSPECTION OFFICE 
GUIDELINES.  

(28) OUTFALL POINTS SHALL BE INSPECTED TO ASCERTAIN WHETHER EPSC 
MEASURES ARE EFFECTIVE IN PREVENTING SIGNIFICANT IMPACTS TO 
SURROUNDING WATERS. WHERE DISCHARGE LOCATIONS ARE 
INACCESSIBLE, NEARBY DOWNSTREAM LOCATIONS SHALL BE INSPECTED. 
LOCATIONS WHERE VEHICLES ENTER AND EXIT THE SITE SHALL BE 
INSPECTED FOR EVIDENCE OF OFF-SITE ROADWAY SEDIMENT TRACKING.  

(29) UPON CONCLUSION OF THE INSPECTIONS, EPSC MEASURES FOUND TO BE 
INEFFECTIVE SHALL BE REPAIRED, REPLACED, OR MODIFIED BEFORE THE 
NEXT RAIN EVENT, IF POSSIBLE, BUT IN NO CASE MORE THAN 24 HOURS 
AFTER THE INSPECTION OR WHEN THE CONDITION IS IDENTIFIED. IF THE 
REPAIR, REPLACEMENT OR MODIFICATION IS NOT PRACTICAL WITHIN THE 
TIMEFRAME, WRITTEN DOCUMENTATION MUST BE PROVIDED IN THE FIELD 
BOOK AND AN ESTIMATED REPAIR, REPLACEMENT OR MODIFICATION 

SCHEDULE SHALL BE DOCUMENTED WITHIN 24 HOURS AFTER 
IDENTIFICATION.  

(30) THE TDOT PROJECT SUPERVISOR (OR THEIR DESIGNEE) AND THE 
CONTRACTOR’S SITE SUPERINTENDENT ARE RESPONSIBLE FOR 
INSPECTIONS. MAINTENANCE AND REPAIR ACTIVITIES ARE THE 
RESPONSIBILITY OF THE CONTRACTOR. THE TDOT PROJECT SUPERVISOR 
OR THEIR DESIGNEE WILL COMPLETE THE INSPECTION REPORTS AND 
DISTRIBUTE COPIES PER THE CONTRACT.  

 MATERIALS 

(31) WASTE AND BORROW AREAS SHALL BE LOCATED IN NON-WETLAND AREAS 
AND ABOVE THE 100-YEAR, FEDERAL EMERGENCY MANAGEMENT AGENCY 
FLOODPLAIN. BORROW AND WASTE DISPOSAL AREAS SHALL NOT AFFECT 
ANY WATERS OF THE STATE/U.S. UNLESS THESE AREAS ARE SPECIFICALLY 
COVERED BY AN ARAP, 404, OR NPDES PERMIT, OBTAINED SOLELY BY THE 
CONTRACTOR.  

 SWPPP, PERMITS, PLANS, RECORDS 

(32) THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR AND OBTAIN ANY 
NECESSARY ENVIRONMENTAL PERMITS OR APPROVALS, INCLUDING BUT 
NOT LIMITED TO TDEC ARAP/401, USACE SECTION 404, TVA SECTION 26A, 
AND TDEC NPDES PERMITS, FROM FEDERAL, STATE AND/OR LOCAL 
AGENCIES REGARDING THE OPERATION OF ANY PROJECT-DEDICATED 
ASPHALT AND/OR CONCRETE PLANTS.  

(33) ANY DISAGREEMENT BETWEEN THE PROJECT PLANS, THE PROJECT AS 
CONSTRUCTED, AND THE PERMIT(S) ISSUED FOR THE PROJECT, SHALL BE 
BROUGHT TO THE ATTENTION OF THE TDOT PROJECT ENGINEER. THE 
ENVIRONMENTAL DIVISION, ROOADWAY DESIGN DIVISION, AND 
HEADQUARTERS CONSTRUCTION OFFICE SHALL BE CONTACTED IN THESE 
INSTANCES AND DECIDE WHICH HAS PRECEDENCE AND WHETHER PERMIT 
OR PLANS REVISIONS ARE NEEDED. IN GENERAL, PERMIT CONDITIONS WILL 
PREVAIL. 

(34) THE FOLLOWING INFORMATION SHALL BE MAINTAINED ON OR NEAR THE 
SITE: DATES THAT MAJOR GRADING ACTIVITIES OCCUR, DATES WHERE 
CONSTRUCTION ACTIVITIES TEMPORARILY OR PERMANENTLY CEASE ON A 
PORTION OF THE SITE, DATES WHEN STABILIZATION MEASURES ARE 

INITIATED, EPSC INSPECTION RECORDS, QUALITY ASSURANCE SITE 
ASSESSMENT RECORDS, PRECIPITATION RECORDS, SWPPP, PROJECT 
ENVIRONMENTAL PERMITS, AND A COPY OF THE PROJECT EPSC 
INSPECTOR’S TDEC LEVEL 1 CERTIFICATION.  

(35) ALL WATER QUALITY AND STORM WATER PERMITS, INCLUDING A COPY OF 
THE NOC WITH NPDES PERMIT TRACKING NUMBER AND THE LOCATION OF 

THE SWPPP, SHALL BE POSTED NEAR THE MAIN ENTRANCE OF THE 
CONSTRUCTION SITE ACCESSIBLE TO THE PUBLIC. THE NAME, COMPANY 
NAME, EMAIL ADDRESS, TELEPHONE NUMBER AND ADDRESS OF THE 
PROJECT SITE OWNER, OPERATOR, OR A LOCAL CONTACT PERSON WITH A 
BREIF DESCRIPTION OF THE PROJECT SHALL ALSO BE POSTED. IF POSTING 

THIS INFORMATION NEAR A MAIN ENTRANCE IS INFEASIBLE, THE 
INFORMATION SHALL BE PLACED IN A PUBLICLY ACCESSIBLE LOCATION 
NEAR WHERE THE CONSTRUCTION IS ACTIVELY UNDERWAY AND MOVED AS 
NECESSARY. THIS LOCATION SHALL BE POSTED AT THE CONSTRUCTION  

(36) PROJECT INSPECTORS AND SUPERVISORS (INCLUDING TDOT STAFF, 
CONSULTANTS AND CONTRACTOR STAFF) RESPONSIBLE FOR THE 
IMPLEMENTATION AND MAINTENANCE OF EPSC PLANS SHALL 
SUCCESSFULLY COMPLETE THE TDEC “LEVEL 1 - FUNDAMENTALS OF 
EROSION PREVENTION AND SEDIMENT CONTROL FOR CONSTRUCTION 
SITES” COURSE AND ANY REFRESHER COURSES AS REQUIRED TO 
MAINTAIN CERTIFICATION. A COPY OF CERTIFICATION RECORDS FOR THE 
COURSES SHALL BE KEPT ON SITE AND AVAILABLE UPON REQUEST. 

 LITTER, DEBRIS, WASTE, PETROLEUM 

(37) THE CONTRACTOR SHALL ESTABLISH AND MAINTAIN A PROACTIVE METHOD 
TO PREVENT LITTER, CONSTRUCTION DEBRIS, AND CONSTRUCTION 
WASTES FROM ENTERING WATERS OF THE STATE/U.S. THESE MATERIALS 
WILL BE PICKED UP AND REMOVED FROM STORMWATER EXPOSURE PRIOR 
TO ANTICIPATED STORM EVENTS. AFTER USE, MATERIALS USED FOR EPSC 
WILL BE REMOVED FROM THE SITE.  

(38) THE CONTRACTOR SHALL TAKE APPROPRIATE STEPS TO ENSURE THAT 
PETROLEUM PRODUCTS OR OTHER CHEMICAL POLLUTANTS ARE 
PREVENTED FROM ENTERING WATERS OF THE STATE/U.S. ALL EQUIPMENT 
REFUELING, SERVICING, AND STAGING AREAS SHALL COMPLY WITH ALL 
LOCAL, STATE, AND FEDERAL LAWS, RULES, REGULATIONS, AND 
ORDINANCES, INCLUDING THOSE OF THE NATIONAL FIRE PROTECTION 
ASSOCIATION (NFPA). APPROPRIATE CONTAINMENT MEASURES FOR THESE 
AREAS SHALL BE USED. ALL SPILLS MUST BE REPORTED TO THE 
APPROPRIATE AGENCY, AND MEASURES SHALL BE TAKEN IMMEDIATELY TO 
PREVENT THE POLLUTION OF WATERS OF THE STATE/U.S., INCLUDING 
GROUNDWATER, SHOULD A SPILL OCCUR.  

SPECIAL NOTES 

ENVIRONMENTAL 

 ECOLOGY 

(39) STAFF FROM THE TDOT ENVIRONMENTAL DIVISION OR A DESIGNEE WILL 
ADVISE THE CONTRACTOR DURING THE PRE-CONSTRUCTION MEETING 
CONCERNING WHEN ENVIRONMENTAL DIVISION PERSONNEL OR 
DESIGNATED CONSULTANT WILL NEED TO BE ON-SITE FOR WORK BEING 
DONE WHICH COULD AFFECT THE STREAM OR SPECIES. 

(40) STAFF FROM THE TDOT ENVIRONMENTAL DIVISION OR A DESIGNEE WILL 
ATTEND THE PRE-CONSTRUCTION MEETING FOR ALL PROJECTS WHICH 
HAVE THREATENED OR ENDANGERED SPECIES OR CRITICAL HABITAT 
PROXIMAL TO SCHEDULED BRIDGE WORK. THIS WILL PROVIDE THE 
OPPORTUNITY TO ENSURE THAT PERSONNEL INCLUDING THE 
CONTRACTOR’S PERSONNEL AND SUBCONTRACTORS ARE MADE AWARE 
OF THE NECESSARY PRECAUTIONS WHICH MUST BE FOLLOWED. 

(41) ALL BRIDGE PROJECTS WITH THREATENED OR ENDANGERED SPECIES OR 
CRITICAL HABITAT IDENTIFIED MUST HAVE MEASURES IN PLACE TO 
CONTAIN CONCRETE DUST, CEMENT DUST AND ALL OTHER MATERIALS. 
THESE MATERIALS ARE NOT ALLOWED TO ENTER THE STREAM. 
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* G20-2 END ROAD WORK 48" X 24" 4 32

R3-7L LEFT LANE MUST TURN LEFT 36" X 36" 1 9

R3-7R RIGHT LANE MUST TURN RIGHT 36" X 36" 1 9

W4-2L LANE ENDS (LEFT) 48" X 48" 2 32

W4-2R LANE ENDS (RIGHT) 48" X 48" 2 32

* W20-1 ROAD WORK  1 MILE 48" X 48" 2 32

* W20-1 ROAD WORK  1/2 MILE 48" X 48" 2 32

W20-1 ROAD WORK  AHEAD 48" X 48" 4 64

W20-5L LEFT LANE CLOSED AHEAD 48" X 48" 2 32

W20-5R RIGHT LANE CLOSED AHEAD 48" X 48" 2 32

* W21-5aR RIGHT SHOULDER CLOSED 48" X 48" 2 32

* W21-5bR RIGHT SHOULDER CLOSED  1500 FT 48" X 48" 2 32

TOTAL 370

* TO BE USED IN CONJUCTION WITH T-WZ-18, SHOULDER CLOSURE DETAIL FOR FREEWAYS AND

DIVIDED HIGHWAYS

TRAFFIC CONTROL SIGN QUANTITIES

DESCRIPTION SIZE EACH
SIGNS (CONST.) 

712-06, S.F.

TRAFFIC CONTROL NOTES 

(1) THESE TRAFFIC CONTROL PLANS DO NOT RELIEVE THE CONTRACTOR OF THE RESPONSIBILITY 
OF INSTALLING TRAFFIC CONTROL DEVICES IN ACCORDANCE WITH THE CURRENT EDITION OF 
THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES. 

(2) CONSTRUCTION SIGNING SHOWN IN THESE PLANS IS TO SERVE AS A GUIDE ONLY.  OTHER 
SIGNS MAY BE REQUIRED DURING VARIOUS PHASES OF CONSTRUCTION. 

(3) NO TRAFFIC SHALL BE DETOURED OR ROADWAY CLOSED, ABANDONED, OR REMOVED WITHOUT 
THE PRIOR APPROVAL OF THE ENGINEER. 

(4) THE ADVANCE WARNING SIGNS ARE TO BE PLACED PRIOR TO BEGINNING OF CONSTRUCTION 
AND REMAIN IN PLACE UNTIL THE COMPLETION OF THIS PROJECT. 

(5) SEE THE CURRENT EDITION OF THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES.  THE 
TDOT SUPPLEMENT TO THE  STANDARD HIGHWAY SIGNS, AND THE CONSTRUCTION WORK ZONE 
AND TRAFFIC CONTROL GENERAL NOTES FOR TRAFFIC DETAILS NOT SHOWN. 

(6) CONTRACTOR IS TO COVER ALL CONFLICTING SIGNS DURING CONSTRUCTION.  COVERINGS 
SHALL BE REMOVED AT COMPLETION OF CONSTRUCTION.  COSTS ASSOCIATED WITH COVERING 
AND UNCOVERING SIGNS IS TO BE INCLUDED IN ITEM NO. 712-06, SIGNS (CONSTRUCTION). 

(7) THE CONTRACTOR IS TO COORDINATE ALL LANE CLOSURES WITH THE TDOT REGIONAL OFFICE 
AND THE CITY ENGINEER. 

(8) IF INGRESS/EGRESS IS REQUIRED FOR A PRIVATE ENTRANCE, THE CONTRACTOR SHALL USE A 
FLAGMAN TO DIRECT ANY TRAFFIC FOR THE PRIVATE ENTRANCE.  ALL COST FOR THE FLAGMAN 
SHALL BE INCLUDED IN THE COST OF ITEM NO. 712-01, TRAFFIC CONTROL. 

(9) TYPE “C” WARNING LIGHTS SHALL BE USED IN TAPER AREAS AND MOUNTED TO THE FLEXIBLE 
DRUMS. 
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