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NO PROJECT COMMITMENT SHEET INCLUDED IN THIS SET OF PLANS

STANDARD ROADWAY DRAWINGS

DWG. NO REV. DESCRIPTION
ROADWAY DESIGN STANDARDS

RD-A-1 12-18-99 STANDARD ABBREVIATIONS

RD-L-1 10-26-94 STANDARD LEGEND

RD-L-2 09-05-01 STANDARD LEGEND FOR UTILITY INSTALLATIONS

TRAFFIC CONTROL APPURTENANCES

T-FAB-1 05-27-97 FLASHING YELLOW ARROW BOARD

T-S-9 11-01-11 STANDARD LAYOUT GROUND MOUNTED SIGNS

T-S-10 04-04-12 STANDARD MOUNTING DETAILS FLAT SHEET SIGNS
ALUMINUM-STEEL DESIGN

T-S-16 11-01-11 GROUND MOUNTED ROADSIDE SIGN AND DETAILS

T-S-17 07-19-13 STANDARD GROUND MOUNTED SIGN USING
PERFORATED/KNOCKOUT SQUARE TUBE

T-S-19 07-19-13 STANDARD MEMBERS BENDAWAY SIGN SUPPORTS
STEEL DESIGN

T-S-20 11-01-11 SIGN DETAILS

T-SG-13 06-01-09 FLASHING BEACON DETAIL

EROSION PREVENTION AND SEDIMENT CONTROL
EC-STR-37  08-01-12  SEDIMENT TUBE

DWG. NO REV.
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TYPE

YEAR

PROJECT NO.

SHEET
NO.

CONST.

2014

NHTSA-HE-9421(1)

ESTIMATED ROADWAY QUANTITIES

ITEM NO. DESCRIPTION UNIT | QUANTITY
712-01 TRAFFIC CONTROL LS 1
712-04.01 FLEXIBLE DRUMS (CHANNELIZING) EACH 10
712-06 SIGNS (CONSTRUCTION) S.F. 131
712-08.03 | ARROW BOARD (TYPE C) EACH 2
713-15 REMOVAL OF SIGNS, POSTS AND FOOTINGS LS 1
713-16.20 | SIGNS (TN-9) EACH 2
713-16.21 SIGNS (S4-5) EACH 2
717-01 MOBILIZATION LS 1
730-01.08 | SCHOOL SPEED LIMIT FLASHING SIGNAL INSTALLED EACH 3
730-05.01 ELECTRICAL SERVICE CONNECTION EACH 3
730-05.02 | SERVICE CABLE (2 CONDUCTOR, # 8 AWG) L.F. 100
730-11.01 STEEL CONDUIT RISER ASSEMBLY EACH 2
740-11.01 TEMPORARY SEDIMENT TUBE 8IN (EPSC) L.F. 25
801-01 SEEDING (WITH MULCH) UNIT 1
801-03 WATER (SEEDING AND SODDING) M.G. 1

UNOFFICIAL

SET

CONES ARE ACCEPTABLE DURING DAYTIME LANE CLOSURES

INCLUDES SIGN FACE, FLASHERS, CONTROLLER, ATTACHMENT HARDWARE FOR THE POLE
MOUNTS AND OVERHEAD SIGNS, ALL APPURTENANCES FOR A COMPLETE SYSTEM.

CONTRACTOR TO BE RESPONSIBLE FOR COSTS OF OBTAINING ELECTRICAL SERVICE CONNECTION
AS DIRECTED BY THE ENGINEER

NOT FOR
BIDDING

SEALED BY

STATE OF TENNESSEE

DEPARTMENT OF TRANSPORTATION

ESTIMATE
ROADWAY

D

QUANTITIES
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GENERAL NOTES

MISCELLANEOUS

(1)

NOTHING IN THE GENERAL NOTES OR SPECIAL PROVISIONS SHALL RELIEVE
THE CONTRACTOR FROM HIS RESPONSIBILITIES TOWARD THE SAFETY AND
CONVENIENCE OF THE GENERAL PUBLIC AND THE RESIDENTS ALONG THE
PROPOSED CONSTRUCTION AREA

SIGNING

(1)

(2)

THE TOP OF THE SIGN FOOTINGS SHALL BE PLACED LEVEL WITH THE
GROUND LINE.

AFTER THE SIGN LOCATIONS HAVE BEEN STAKED, BUT PRIOR TO
ORDERING ANY MATERIAL FOR THE SUPPORTS, THERE SHALL BE A FIELD
INSPECTION AND APPROVAL BY THE REGIONAL CONSTRUCTION OFFICE.

SIGNALIZATION

(1)

EQUIPMENT AND INSTALLATION OF TRAFFIC SIGNALS SHALL COMPLY WITH
TDOT STANDARD SPECIFICATIONS, SECTION 730.

CONSTRUCTION WORK ZONE & TRAFFIC CONTROL

(1)

ADVANCED WARNING SIGNS SHALL NOT BE DISPLAYED MORE THAN FORTY-
EIGHT (48) HOURS BEFORE PHYSICAL CONSTRUCTION BEGINS. SIGNS MAY
BE ERECTED UP TO ONE WEEK BEFORE NEEDED, IF THE SIGN FACE IS
FULLY COVERED.

IF THE CONTRACTOR MOVES OFF THE PROJECT, HE SHALL COVER OR
REMOVE ALL UNNEEDED SIGNS AS DIRECTED BY THE ENGINEER. COSTS
OF REMOVAL, COVERING, AND REINSTALLING SIGNS SHALL NOT BE
MEASURED AND PAID FOR SEPARATELY, BUT ALL COSTS SHALL BE
INCLUDED IN THE ORIGINAL UNIT PRICE BID FOR ITEM NO 712-06.10, SIGNS
(CONSTRUCTION) PER SQUARE FOOT.

A LONG TERM BUT SPORADIC USE WARNING SIGN, SUCH AS A FLAGGER
SIGN, MAY REMAIN IN PLACE WHEN NOT REQUIRED PROVIDED THE SIGN
FACE IS FULLY COVERED.

TRAFFIC CONTROL DEVICES SHALL NOT BE DISPLAYED OR ERECTED
UNLESS RELATED CONDITIONS ARE PRESENT NECESSITATING WARNING.

USE OF BARRICADES, PORTABLE BARRIER RAILS, VERTICAL PANELS, AND
DRUMS SHALL BE LIMITED TO THE IMMEDIATE AREAS OF CONSTRUCTION
WHERE A HAZARD IS PRESENT. THESE DEVICES SHALL NOT BE STORED
ALONG THE ROADWAY WITHIN THIRTY (30) FEET OF THE EDGE OF THE
TRAVELED WAY BEFORE OR AFTER USE UNLESS PROTECTED BY
GUARDRAIL, BRIDGE RAIL, AND/OR BARRIERS INSTALLED FOR OTHER
PURPOSES FOR ROADWAYS WITH CURRENT ADT'S LESS THAN 1500 AND
DESIGN SPEED OF LESS THAN 60 MPH. THIS DISTANCE SHALL INCREASE
TO FORTY-FIVE (45) FEET FOR ROADWAYS WITH CURRENT ADT’S OF 1500
OR GREATER AND DESIGN SPEED OF 60 MPH OR GREATER OR ON THE
OUTSIDE OF A HORIZONTAL CURVE. THESE DEVICES SHALL BE REMOVED
FROM THE CONSTRUCTION WORK ZONE WHEN THE ENGINEER
DETERMINES THEY ARE NO LONGER NEEDED. WHERE THERE IS
INSUFFICIENT RIGHT-OF-WAY TO PROVIDE FOR THIS REQUIRED SETBACK,
THE CONTRACTOR SHALL DETERMINE THE ALTERNATE LOCATIONS AND
REQUEST THE ENGINEER’'S APPROVAL TO USE THEM.

THE CONTRACTOR SHALL NOT BE PERMITTED TO PARK ANY VEHICLES OR
CONSTRUCTION EQUIPMENT DURING PERIODS OF INACTIVITY, WITHIN
THIRTY (30) FEET OF THE EDGE OF PAVEMENT WHEN THE LANE IS OPEN TO
TRAFFIC UNLESS PROTECTED BY GUARDRAIL, BRIDGE RAIL, AND/OR
BARRIERS INSTALLED FOR OTHER PURPOSES FOR ROADWAYS WITH
CURRENT ADT’S LESS THAN 1500 AND DESIGN SPEED OF LESS THAN 60
MPH. THIS DISTANCE SHALL BE INCREASED TO FORTY-FIVE (45) FEET FOR
ROADWAYS WITH CURRENT ADT’S OF 1500 OR GREATER AND DESIGN
SPEED OF 60 MPH OR GREATER OR ON THE OUTSIDE OF A HORIZONTAL
CURVE. PRIVATELY OWNED VEHICLES SHALL NOT BE ALLOWED TO PARK
WITHIN THIRTY (30) FEET OF A OPEN TRAFFIC LANE AT ANY TIME UNLESS
PROTECTED AS DESCRIBED ABOVE FOR ROADWAYS WITH CURRENT ADT’S
LESS THAN 1500 AND DESIGN SPEED OF LESS THAN 60 MPH. THIS
DISTANCE SHALL BE INCREASED TO FORTY-FIVE (45) FEET FOR ROADWAYS
WITH CURRENT ADT’S OF 1500 OR GREATER AND DESIGN SPEED OF 60 MPH
OR GREATER OR ON THE OUTSIDE OF A HORIZONTAL CURVE.. WHERE
THERE IS INSUFFICIENT RIGHT-OF-WAY TO PROVIDE FOR THIS REQUIRED
SETBACK, THE CONTRACTOR SHALL DETERMINE THE ALTERNATE
LOCATIONS AND REQUEST THE ENGINEER’S APPROVAL TO USE THEM.

ALL DETOUR AND CONSTRUCTION SIGNING SHALL BE IN STRICT
ACCORDANCE WITH THE MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES.

SPECIAL NOTES

SIGNALIZATION

(1) ALL CIRCULAR AND ARROW INDICATIONS WITHIN ALL VEHICULAR SIGNAL
HEADS PROPOSED FOR THIS PROJECT SHALL CONSIST OF AN LED (LIGHT
EMITING DIODE) SIGNAL MODULE UNLESS OTHERWISE NOTED IN THE
PLANS.

(2) CIRCULAR INDICATIONS SHALL MEET “ITE VTCSH-LED CIRCULAR SIGNAL
SUPPLEMENT” FOR EXPANDED/EXTENDED VIEW. ARROW INDICATIONS
SHALL MEET “ITE VTCSH-3 LED ARROW SPECIFICATION” FOR
EXPANDED/EXTENDED VIEW. PEDESTRIAN INDICATIONS SHALL MEET “ITE
PTCSI PART 2.

(3) INCANDESCENT OR SCREW-IN MODULES ARE NOT ACCEPTABLE.

SIGNAL (OR LIGHTING) EROSION PREVENTION AND SEDIMENT

(1)

(2)

3)

)

(6)

(7)

CONTROL SPECIAL NOTES

IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT FROM
EROSION ANY EXPOSED EARTH RESULTING FROM TRENCHING AND
EXCAVATION, AND TO PROVIDE FOR CONTAINMENT OF SEDIMENT THAT
MAY RESULT FROM THIS WORK. PRIOR TO BEGINNING WORK,
ADEQUATE MEASURES MUST BE IN PLACE TO TRAP ANY SEDIMENT
THAT MAY TRAVEL OFF-SITE IN THE EVENT OF RAIN. DURING THE
PROGRESSION OF THE WORK, EXPOSED EARTH AREAS SHALL BE
STABILIZED AS SOON AS POSSIBLE TO PREVENT EROSION. AT NO TIME
SHALL EXPOSED EARTH RESULTING FROM THESE OPERATIONS HAVE
UNPROTECTED ACCESS TO FLOWING OFF-SITE AND ENTERING WATERS
OF THE STATE/U.S.

SILT FENCE OR OTHER BARRIERS OF THE SPECIFIED TYPE SHALL BE
INSTALLED ON THE DOWNHILL SIDE OF STOCKPILED SOIL.
POLYETHYLENE SHEETING MAY BE USED TO COVER SPOILS FROM
EXCAVATION. NO SEPARATE PAYMENT FOR POLYETHYLENE SHEETING.

TRENCHING ACROSS WET WEATHER CONVEYANCES SHALL BE DONE
DURING NO FLOW CONDITIONS AND STABILIZED BY THE END OF THE
WORK DAY.

THE CONTRACTOR SHALL RESTORE ALL AFFECTED WET WEATHER
CONVEYANCES TO THE EXISTING TOPOGRAPHIC CONDITIONS (AS
INDICATED BY THE APPROVED EROSION PREVENTION AND SEDIMENT
CONTROL PLAN OR THE TDOT PROJECT ENGINEER).

FOR THE INSTALLATION OF CONDUITS AND CABLES, TRENCHES SHALL
BE BACKFILLED DAILY AS CONSTRUCTION PROCEEDS. BACKFILLED
TRENCHES SHALL BE SEEDED AND MULCHED OR SODDED DAILY IF
POSSIBLE, BUT NO LATER THAN SEVEN DAYS AFTER BEING
BACKFILLED, OR IMMEDIATELY AFTER ANY INSPECTION. ANY
TEMPORARY SPOIL OF EXCAVATED EARTH SHALL BE LOCATED WITHIN
TDOT EROSION PREVENTION AND SEDIMENT CONTROL MEASURES. IF
TRENCHES ARE NOT BACKFILLED OVERNIGHT, APPROPRIATE EPSC
MEASURES WILL BE INSTALLED BY THE CONTRACTOR UNTIL SUCH TIME
AS THE TRENCH IS BACKFILLED.

RAIN WATER WHICH COLLECTS IN THE OPEN EXCAVATIONS (TRENCHES
OR FOUNDATION EXCAVATIONS) SHALL BE PUMPED INTO A
DEWATERING STRUCTURE OR SEDIMENT FILTER BAG AND MAINTAINED.
NO SEPARATE PAYMENT FOR THIS REQUIREMENT.

SPOILS FROM FOUNDATION EXCAVATIONS SHALL BE PICKED UP AS
BORING PROGRESSES, OR CONTAINED WITHIN APPROPRIATE EPSC
MEASURES.
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CONST.

2014 NHTSA-HE-9421(1) 2A
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ITEM ITEM NO. | M.U.T.C.D.
NO. DESCRIPTION UNIT | QUANTITY| SIZE 71315.07 | OR TENN. | MATERIAL | THICKNESS SUT'::)POERT REMARKS
(S.F.) NO.
713-16.20 | END 15 MILE SPEED S.F. 1 24" X 30" 5 TN-9 ALUMINUM | 0.080" P2 SHEET 5A, SIGN S2
713-16.20 | END 15 MILE SPEED SF. 1 24" X 30" 5 TN-9 ALUMINUM | 0.080" P2 SHEET 6A, SIGN S2
713-16.21 | SCHOOL SPEED LIMIT 15 SF. 1 36" X 36" 9 S4-5 ALUMINUM | 0.100" P8 SHEET 4A, SIGN S1
713-16.21 | SCHOOL SPEED LIMIT 15 SF. 1 36" X 36" 9 S4-5 ALUMINUM | 0.100" P8 SHEET 6A, SIGN S1
TOTAL 28

UNOFFICIAL
SET

NOT FOR
BIDDING

SEALED BY

STATE OF TENNESSEE

DEPARTMENT OF TRANSPORTATION

TABULATED
QUANTITIES
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UTILITY NOTES

(1)

(2)

(3)

(4)

(5)

THE LOCATIONS OF UTILITIES SHOWN WITHIN THESE PLANS ARE
APPROXIMATE ONLY. EXACT LOCATIONS SHALL BE DETERMINED

IN THE FIELD BY CONTACTING THE UTILITY COMPANIES INVOLVED.

NOTIFICATION BY CALLING THE TENNESSEE ONE CALL SYSTEM,
INC., AT 1-800-351-1111 AS REQUIRED BY TCA 65-31-106 WILL BE
REQUIRED.

UNLESS OTHERWISE NOTED, ALL UTILITY ADJUSTMENTS WILL BE
PERFORMED BY THE UTILITY OR IT'S REPRESENTATIVE. THE
CONTRACTOR AND UTILITY OWNERS WILL BE REQUIRED TO
COOPERATE WITH EACH OTHER IN ORDER TO EXPEDITE THE
WORK REQUIRED BY THIS CONTRACT. ON CONTRACTS WHERE
CONSTRUCTION STAKES, LINES, AND GRADES ARE CONTRACT
ITEMS, THE CONTRACTOR WILL BE REQUIRED TO PROVIDE RIGHT-
OF-WAY OR SLOPE STAKES, DITCH OR STREAM BED GRADES, OR
OTHER ESSENTIAL SURVEY STAKING TO PREVENT CONFLICTS
WITH THE HIGHWAY CONSTRUCTION. FREQUENTLY, THIS WILL BE
REQUIRED AS THE FIRST ITEM OF WORK AND AT ANY LOCATION
ON THE PROJECT DIRECTED BY THE ENGINEER.

THE CONTRACTOR WILL PROVIDE ALL NECESSARY PROTECTIVE
MEASURES TO SAFEGUARD EXISTING UTILITIES FROM DAMAGE
DURING CONSTRUCTION OF THIS PROJECT. IN THE EVENT THAT
SPECIAL EQUIPMENT IS REQUIRED TO WORK OVER AND AROUND
THE UTILITIES, THE CONTRACTOR WILL BE REQUIRED TO FURNISH
SUCH EQUIPMENT. THE COST OF PROTECTING UTILITIES FROM
DAMAGE AND FURNISHING SPECIAL EQUIPMENT WILL BE
INCLUDED IN THE PRICE BID FOR OTHER ITEMS OF
CONSTRUCTION.

PRIOR TO SUBMITTING HIS BID, THE CONTRACTOR WILL BE
SOLELY RESPONSIBLE FOR CONTACTING OWNERS OF ALL
AFFECTED UTILITIES IN ORDER TO DETERMINE THE EXTENT TO
WHICH UTILITY RELOCATIONS AND/OR ADJUSTMENTS WILL HAVE
UPON THE SCHEDULE OF WORK FOR THE PROJECT. WHILE SOME
WORK MAY BE REQUIRED ‘AROUND’ UTILITY FACILITIES THAT WILL
REMAIN IN PLACE, OTHER UTILITY FACILITIES MAY NEED TO BE
ADJUSTED CONCURRENTLY WITH THE CONTRACTOR’S
OPERATIONS. ADVANCE CLEAR CUTTING MAY BE REQUIRED BY
THE ENGINEER AT ANY LOCATION WHERE CLEARING IS CALLED
FOR IN THE SPECIFICATIONS AND CLEAR CUTTING IS NECESSARY
FOR A UTILITY RELOCATION. ANY ADDITIONAL COST WILL BE
INCLUDED IN THE UNIT PRICE BID FOR THE CLEARING ITEM
SPECIFIED IN THE PLANS.

THE CONTRACTOR SHALL NOTIFY EACH INDIVIDUAL UTILITY
OWNER OF HIS PLAN OF OPERATION IN THE AREA OF THE
UTILITIES. PRIOR TO COMMENCING WORK, THE CONTRACTOR
SHALL CONTACT THE UTILITY OWNERS AND REQUEST THEM TO
PROPERLY LOCATE THEIR RESPECTIVE UTILITY ON THE GROUND.
THIS NOTIFICATION SHALL BE GIVEN AT LEAST THREE (3)
BUSINESS DAYS PRIOR TO COMMENCEMENT OF OPERATIONS
AROUND THE UTILITY IN ACCORDANCE WITH TCA 65-31-106.

UTILITY CONTACTS

WATER:
GIBSON COUNTY MUNICIPAL WATER DISTRICT

P.O. BOX 146

TRENTON, TN 38382

OFFICE: 731-855-0411
CONTACT: ROBERT GALLAWAY

SEWER:
JACKSON ENERGY AUTHORTITY

119 E. COLLEGE ST.

P.O. BOX 68

JACKSON, TN 38301

OFFICE: 731-616-8835
CONTACT: CHRIS COUGHLIN

ELECTRIC:
GIBSON ELECTRIC MEMBERSHIP CORPORATION

1207 S. COLLEGE ST.
P.O. BOX 47

TRENTON, TN 38382
OFFICE: 731-935-4740
CONTACT: BARRY SMITH

GAS:
GIBSON COUNTY UTILITY DISTRICT

1300 HWY 45 BYPASS N.

P.O. BOX 350

TRENTON, TN 38382

OFFICE: 731-855-1441
CONTACT: BRIAN PATTERSON

TELEPHONE:
AT&T

315 E. COLLEGE ST.
JACKSON, TN 38301
OFFICE: 731-423-5037
CONTACT: DON ROE

CABLE:
CHARTER CABLE

2177 N. ROYAL ST.
JACKSON, TN 38305

OFFICE: 901-259-2255

CONTACT: MAX RENFROE

TYPE

YEAR

PROJECT NO.

SHEET
NO.

UTILITIES

2013

NHTSA-HE-9421(1)

CONST.

2014

NHTSA-HE-9421(1)

UNOFFICIAL
SET

NOT FOR
BIDDING

SEALED BY

STATE OF TENNESSEE

DEPARTMENT OF TRANSPORTATION
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STA. 634+60.00
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,— PARKING STRIPE (TYP.)

[——CURB [SLAND

640

S.R. 152 STA. 643+00.62 =

MAIN STREET STA. 10+00.00
N 547106.5419
E 1146111.9845

7

NN

ASPHALT

I S . R. 102 (MAIN ST.)

I N

35° 17" 55" E :

10

LWL

S.R.152(MAIN ST.) STA. 634+50.00

ASPHALT

N 546412.3049
E 1145620.4630

PRES. & PROP. ROW———\\\

STRIPE (TYP.)
"FLASHING SCHOOL
(POLE MOUNTED)
“STOP AHEAD” SIGN
“STOP” SIGN

CURB ISLAND

| \
“SCHOOL SPEED LIMIT 15 MPH” SIGN

"EAST 152" RIGHT ARROW SIGN

REMOVE EXISTING SIGN

POLE A

EXIST. WOODEN POLE

EXIST. POWER SOURCE

MOUNT TN-8-S SIGN WITH FLASHERS
ON EXIST. WOODEN POLE (SEE DETAIL)
INSTALL 2" RISER FOR SERVICE CABLE
TO CONNECT WITH SCHOOL FLASHER.
STA. 638+14, 24° RT

_/

CONTROL POINT COORDINATES
POINT NORTHING EASTING ELEV. STATION OFFSET DESCRIPTION
CP-S1 547074.6857 1146151.7241 491.40 643+42.95| 28.33" XCP-S1 (27-152-01)
CP-S2 547482.6599 1146417.5283 495.58 14+83.52 | 32.04° XCP-S2 (27-152-02)

a

CP-S1(27-152-01)
* SIGN REMOVE EXISTING SIGN

6

SEE SHEET NO.

14+00

STA.,

MATCH LINE

SHEET

TYPE YEAR PROJECT NO. NO.
UTILITIES |2013 NHTSA-HE-9421(1) 3
CONST. 2014 NHTSA-HE-9421(1) 4

UNOFFICIAL
SET

NOT FOR
BIDDING

SEALED BY

COORDINATES ARE NAD/83(1995),
ARE DATUM ADJUSTED BY THE
FACTOR OF 1.00007 AND TIED TO
THE TGRN. ALL ELEVATIONS ARE
REFERENCED TO THE NAVD 1988.

STATE OF TENNESSEE
DEPARTMENT OF TRANSPORTATION

PRESENT
LAYOUT

STA.634+60 TO STA.648+00

SCALE: 17=50"
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TYPE YEAR PROJECT NO. NO.
UTILITIES |2013 NHTSA-HE-9421(1) 3A
CONST. 2014 NHTSA-HE-9421(1) 4A
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\ ANNIEEEE QS o= Teh "
Rnc‘ L _ \\\ N =
PROPOSED SIGN &) PARKING h LONCRETEN, "SCHOOL SPEEB—HH#EE—TS PH”_SIGN 0
300 IN ADVANCE OF THE STRIPE (TYP.) “EAST 152” RIGHT ARROW SIGN
SCHOOL FLASHING SIGN (TN-8-S)
STA. 634+64, 18’ RT CURB TSLAND N
(PoL REMOVE EXISTING SIGN s
“STOP AHEAD” SIGN _
“STOP“ SIGN z
REMOVE EXISTING SIGN 5
>
POLE A
EXIST. WOODEN POLE
EXIST. POWER SOURCE
MOUNT TN-8-S SIGN WITH FLASHERS
ON EXIST. WOODEN POLE (SEE DETAIL)
INSTALL 2" RISER FOR SERVICE CABLE
TO CONNECT WITH SCHOOL FLASHER.
STA. 638+14, 24°' RT E I
PROPOSED POLE MOUNTED BIDDING
FLASHING SCHOOL BEACON DETAIL
SEALED BY
N\
TN-8-5 SICN - EXIST. WOODEN POLE
(36"X60" WITH EXIST. POWER SOURCE
8“LED INDICATIONS
SCHOOL
SPEED LIMIT
o
5 PROPOSED SIGN
w:;q COORDINATES ARE NAD/83(1995),
FLASHING ARE DATUM ADJUSTED BY THE
- ) FACTOR OF 1.00007 AND TIED TO
THE TGRN. ALL ELEVATIONS ARE
A REFERENCED TO THE NAVD 1988.
SSEFI’:%BL S4-5 (36" X 36" STATE OF TENNESSEE
|5 DEPARTMENT OF TRANSPORTATION
7 MIN.
N4
NOTE: S I GNAI_
1. PROPOSED SIGN SHALL
CONTAIN A FLUORESCENT
YELLOW-GREEN BACKGROUND L AYOU T
PER THE M.U.T.C.D. WITH THE
\ EXISTING GROUND LINE E?ﬁ%?T%?ENOﬁHL#EE%E¥f§NS
S S k WHI TE BACKGROUND. STA.634+60 TO STA.646+00
SCALE: 1“=50°
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POLE B

EXIST. WOODEN POLE

MOUNT TN-8-S SIGN WITH FLASHERS

ON EXIST. WOODEN POLE (SEE DETAIL)
INSTALL 2" RISER FOR SERVICE CABLE
TO CONNECT WITH SCHOOL FLASHERS.
STA. 650+76, 16° LT

STA. 653+00.62

TYPE

SHEET

YEAR PROJECT NO.

NO.
UTILITIES |2013 NHTSA-HE-9421(1) 4
CONST. 2014 NHTSA-HE-9421(1) 5

NHTSA-HE-9421(1)
97027-3510-04 ROW

<
>
= S.R. 152(FOSTER AVENUE)
T REMOVE EXISTING SIGN 050 0T
L E 1147108.2993
= "SCHOOL SPEED
LIMIT 157 SIGN CONCRE TE
ASPHAL T
/ ASPHALT ASPHALT "SCHOOL SPEED LIMIT 15
g PRES. & PROP. ROW r 7 , \ P)\T/C ) _ﬂ\\_ AHEAD” SIGN
> - \ /l l = // R vl [ _
' ST [ { g/ P,T,C
o e Ll FmE oL D e T A
g S 85° 04’ 47" E, I I I ; : |
& S.R. 152(FOSTER AVE.) SF’UR”SbbUO496 CL Y — ' . P.T,CN __=________A§P|_‘|A_Ll_____:’
S A-EL-496- g e TS === \—g}
BTN | | \ \ P T.C
MATLBOX L3 ]
PRES. & PROP. ROWJ / MATLBOX 150 [ S ASPHALT
% ASPHALT MAILBOX 149 =
i “END scmoﬁigg;I SIGN 4'<:r'§b END PROJ.
wn —
Ll L +
™ oo MAILBOXES 203 & 206 STA. 650+80.00
5 REMOVE EXISTING SIGN S s+
= (@]
(@)
. PROPOSED SOURCE OF POWER SERVICE N
. EXISTING TRANSFORMER 3
o
(@)
"
Lo
O
'_
(@]
o
CONTROL POINT COORDINATES
POINT __ NORTHING EASTING ELEV.  STATION _ OFFSET DESCRIPTION
CP-S1 | 547074.6857] 1146151.7241] 491.40 | 643+42.95] 28.33 XCP-S1_ (27-152-01)
CP-S2 | 547482.6599] 1146417.5283] 495.58 | 14+83.52] 32.04" XCP-52  (27-152-02)

UNOFFICIAL
SET

NOT FOR
BIDDING

SEALED BY

COORDINATES ARE NAD/83(1995),
ARE DATUM ADJUSTED BY THE
FACTOR OF 1.00007 AND TIED TO
THE TGRN. ALL ELEVATIONS ARE
REFERENCED TO THE NAVD 1988.

STATE OF TENNESSEE
DEPARTMENT OF TRANSPORTATION

PRESENT
LAYOUT

STA.646+00 TO STA.650+80

SCALE: 17=50"
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PROPOSED POLE MOUNTED
FLASHING SCHOOL BEACON DETAIL

N\

TN-8-S SIGN
(36"X60" WITH
8”LED INDICATIONS

<——EXIST. WOODEN POLE

SCHOOL
SPEED LIMIT

o
15
L

WHEN
FLASHING

7" MIN.

EXISTING GROUND LINE

ANT T HILVIN

VIS

00+9F9

"ON L 34HS 3F3S

4%

POLE B

EXIST. WOODEN POLE

MOUNT TN-8-S SIGN WITH FLASHERS
ON EXIST. WOODEN POLE (SEE DETAIL)
INSTALL 2”RISER FOR SERVICE CABLE
TO CONNECT WITH SCHOOL FLASHERS.
STA. 650+76, 16" LT

650

S.R. 152(FOSTER AVENUE) STA. 653+00.62

TYPE

YEAR PROJECT NO. SHEET

NO.
UTILITIES |2013 NHTSA-HE-9421(1) 4A
CONST. 2014 NHTSA-HE-9421(1) 5A

N 547020. 7707
E 1147108.2993

REMOVE EXISTING SIGN-——
////r————EXISTING SIGN TO REMAIN

"S5 D
LI GN

CONCRETE

ASPHALT  spHaLT
_%///T: ASPHALT__\\\_ “SCHOOL SPEED LIMIT 15

r—*— ° .\ AREAD” SIGN
L S I 7E§ l

T,C / oT.C @ Iy P,T,C

o N e 2 RN, A St S G

] ] l Q ] ] ]
S.R. 152(FOSTER AVE.) SPUR-552U2 | ASPHALT

1
AEL-496. D s

_//Kum
MAILBOX L

mwmr~/7%&?§?%_//% ma ASPRALT NHTSA-HE-9421(1)
ASPHALT oS END PROJ. 97027-3510-04 ROW
"END_S 7 SIGN o<
__J;;jﬂmkﬁﬁii: ?é MAILBOXES 203 & 206 STA. 650+80.00
TSI LTINS ="

STA. 635+14, 18" RT

PROPOSED SOURCE OF POWER SERVICE
EXISTING TRANSFORMER

PROPOSED SIGN

&

TN-9 (24" X 30"

UNOFFICIAL
SET

NOT FOR
BIDDING

SEALED BY

COORDINATES ARE NAD/83(1995),
ARE DATUM ADJUSTED BY THE
FACTOR OF 1.00007 AND TIED TO
THE TGRN. ALL ELEVATIONS ARE
REFERENCED TO THE NAVD 1988.

STATE OF TENNESSEE
DEPARTMENT OF TRANSPORTATION

STGNAL
LAYOUT

STA.646+00 TO STA.650+80

SCALE: 17=50"




TYPE YEAR PROJECT NO. S':l%ET
UTILITIES [2013 NHTSA-HE-9421 (1) 5
CONST. |2014 NHTSA-HE-9421 (1) 6

[s0)

%)

o

o

T

*

[e\)

‘/

[a

REMOVE EXISTING OVERHEAD SIGN

INSTALL PROPOSED OVERHEAD SIGN
g¥;s-gg égEE DETAIL)
+
= . . MAIN STREET STA. 27+99. 38
INSTALL 2" RISER FOR SERVICE CABLE
= TO CONNECT WITH SCHOOL FLASHERS N 548601.8897
O POLE C
- EXISTING SOURCE OF POWER SERVICE E 1147109.8033
~ 15 EXISTING TRANSFORMER
= PRES. & PROP. ROW
. 20 REMOVE EXISTING SIGN "OVERHEAD FLASHING Pl TEL. PED,
CABLE MARKER SCHOOL SPEED LIMIT” SIGN
/ —_— -
ASPHALT — % ==
- / . —

(Q e N _ - O _WN—— T

" " \ _B_______’_—M alVla —_— — W.Va -
= SCHOOL SPEED LIMIT 15 MPH” SIGN - UM TEL.SPED, WV
" /o —— > MAIN ST. b  _ _ ——
— TSPRAL] _ _————
IN ] ¥ -
" | I | I | | B | | p—"——""" Y
O ° B N P———

N 35° 17 : e
S SEMS _:E,,_/ P e
I \
- _— K
f_ %-C—t —_— P,T,C" PRES. & PROP. ROW
CP-S2(27-152-02) o "o CURVE 5C100 >
" C NN Pl 24+51.86
m < ‘ N 548,291.4818
O E 1,146,950.9247

. o- A 8° 117 37 (LT)
m D 1° 10’ 37" T 7
= R 4,868.57 END ROAD WORK S A 2 +95- OO
= L 696.22
© T 348.71
AN

UNOFFICIAL
SET

NOT FOR
BIDDING

SEALED BY

COORDINATES ARE NAD/83(1995),
ARE DATUM ADJUSTED BY THE
FACTOR OF 1.00007 AND TIED TO
THE TGRN. ALL ELEVATIONS ARE
REFERENCED TO THE NAVD 1988.

STATE OF TENNESSEE
DEPARTMENT OF TRANSPORTATION

CONTROL POINT COORDINATES

POINT NORTHING EASTING ELEV. STATION OFFSET DESCRIPTION I_ A Y O U T

CP-S1 547074.6857 1146151.7241 491.40 643+42.95| 28.33" XCP-S1 (27-152-01)

CP-S2 547482 .6599 1146417.5283 495.58 14+83.52 | 32.04" XCP-S2 (27-152-02) MAIN STREET

G:\NAI3\OOINRoad\Preliminary Construction Plans\006 - Present Layout.sht

3/12/2014

STA.14+00 TO STA.27+95
SCALE: 1"=50
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15

ANT T HOLVIN

VIS

20

¢Z//////__”SCHOOL

MPH” SIGN

REMOVE EXISTING SIGN

SHEET

TYPE YEAR PROJECT NO. NO.
UTILITIES |2013 NHTSA-HE-9421(1) 5A
CONST. 2014 NHTSA-HE-9421(1) BA

MAIN STREET STA. 27+99.38
N 548601.8897
E 1147109.8033

REMOVE EXISTING OVERHEAD SIGN
INSTALL PROPOSED OVERHEAD SIGN
TN-8-0OH (SEE DETAIL)

STA. 24+93

INSTALL 2" RISER FOR SERVICE CABLE
TO CONNECT WITH SCHOOL FLASHERS.
POLE C
EXISTING SOURCE OF POWER SERVICE
EXISTING TRANSFORMER

PROPOSED SIGN ()

300" IN ADVANCE OF THE

SCHOOL FLASHING SIGN (TN-8-0H)
STA. 27+93, 18 LT

CABLE MARKER

A
>
wn
B
T
>
—
—
|

i

00+b1

"ON 1 33HS J3S

Vi

CP-S2(27-152-02)

PROPOSED OVERHEAD MOUNTED
FLASHING SCHOOL BEACON DETAIL

EXISTING SPAN WIRE—J/

=

SCHOOL |

SPEED LIMIT

® > O

WHEN FLASHING

17" MIN.
NOTE:

OF

1. PROPOSED SIGN TN-8-OH SHALL
CONTAIN A FLUORESCENT
YELLOW-GREEN BACKGROUND PER NZ
THE M.U.T.C.D. WITH THE EXCEPTION

CONTAINS A WHITE BACKGROUND.

EXISTING TRAVEL LANE

\\L—TN-8-OH SIGN (48”X36")

WITH 8”LED INDICATIONS

PROPOSED SIGNS

) &
AN

SCHOOL

SPEED
LIMIT

15

TN-9 (24" X 30"

S4-5 (36" X 36"

THE SPEED LIMIT SIGN THAT

NOTE:

1. PROPOSED SIGN SHALL CONTAIN A FLUORESCENT
YELLOW-GREEN BACTKGROUND PER THE M.U.T.C.D. WITH
THE EXCEPTION OF THE SPEED LIMIT SIGN THAT
CONTAINS A WHITE BACKGROUND.

%ﬂﬁ*

\ \\y
S

INSTALL PROPOSED SIGN ()
STA. 24+93, 18’ RT

END ROAD WORK STA 27+95.00

SEALED BY

COORDINATES ARE NAD/83(1995),
ARE DATUM ADJUSTED BY THE
FACTOR OF 1.00007 AND TIED TO
THE TGRN. ALL ELEVATIONS ARE
REFERENCED TO THE NAVD 1988.

STATE OF TENNESSEE
DEPARTMENT OF TRANSPORTATION

STGNAL
LAYOUT

MAIN STREET
STA.14+00 TO STA.27+95

SCALE: 1"=50




TENNESSEE D.O. T,

DESIGN DIVISION

FILE NO.

TYPE

SHEET

YEAR PROJECT NO. NO.

CONST.

2014 NHTSA-HE-9421(1) 7

TRAFFIC CONTROL QUANTITIES

3/12/2014
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ITEM NO. DESCRIPTION QUANTITY UNIT REMARKS
712-01 TRAFFIC CONTROL 1 L.S.

712-04.01 FLEXIBLE DRUMS (CHANNELIZING) 10 EACH
712-06 SIGNS (CONSTRUCTION) 131 S.F.

712-08.03 ARROW BOARD (TYPE C) 2 EACH

UNOFFICIAL
SET

NOT FOR
BIDDING

SEALED BY

STATE OF TENNESSEE
DEPARTMENT OF TRANSPORTATION

TRAFFIC
CONTROL
QUANTITIES
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TYPE YEAR PROJECT NO. SHEET

NO.
UTILITIES |2013 NHTSA-HE-942(1) S
CONST |[2014 NHTSA-HE-942(1) TA

ROAD
WORK
1500 FT

NHTSA-HE-9421(1)
BEGIN PROJ. 97027-3510-04 ROW

STA. 634+60.00

S.R. 152 STA. 643+00.62 =

MAIN STREET STA. 10+00.00 o Sev Oy 360

N 547106.5419 W20-7 36" X 36"
E 1140111.9845

25

PROPOSED OVERHEAD SIGN
STA. 24+93

END
ROAD WORK

G20-2
36" X 18"

PROPOSED SIGN §)) q\

STA. 27+93, 18’ LTK .\
\\\\\ 1
o =TT —
<« N\ m———
/o~ J— - —
MAIN ST..” ; —— - o
TS 3 ! \___-—-"""

END
ROAD WORK

G20-2
36”7 X 18~

PROPOSED SIGN §J)
2640 500" 500 500" STA. 634+64, 18

POLE A
STA. 638+14, 24" RT

ROAD
WORK
172 MILE

ROAD
WORK
1500 FT

ROAD
WORK
1000 FT

END ROAD WORK STA 27+95.00

POLE B

W20- 1 W20- 1 W20- 1 W20-7 71
STA. 650+76, 16 LT

36" X 36" 36" X 36" 36" X 36" 36" X 36"

NHTSA-HE-9421(1) UNOFFICIAL

END PROJ. 97027-3510-04 ROW
STA. 650+80.00 SET

NOT FOR
BIDDING

(@, SEALED BY
W20- 1
" X 36//
ROAD
WORK
1000 FT
END
ROAD WORK
G20-2 W20- 1
367 X 18" 367 X 367
ROAD
WORK
1500 FT
W20- 1
y 367 X 36”7 STATE OF TENNESSEE

DEPARTMENT OF TRANSPORTATION

WORK

172 MILE

TRAFFIC
CONTROL
PLAN
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