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QUANTITIES FOR DETACHED CURB

CUBIC YARD PER LINEAR FOOT

TYPE "A" TYPE "B"

LOWERED CURB

HEIGHTOF CURB

0.03841 0.04892

D- VERTICAL DEPTH OF GUTTER

W- TOTAL WIDTH OF COMBINED CURB AND GUTTER

LEGEND

T- VERTICAL DROP IN GUTTER FROM FRONT EDGE   TO FACE OF CURB

WG- WIDTH OF GUTTER

CUBIC YARDSPERLINEAR FOOTCUBIC YARDSPERLINEAR FOOTCUBIC YARDSPERLINEAR FOOTCUBIC YARDSPERLINEAR FOOT

QUANTITIES FOR COMBINED CURB AND GUTTER
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L1 TO BE BUILT AS COMBINED CURB AND GUTTER, DE-                                                                                                                                                                                                                   

PLANS OR AS DIRECTED BY THE ENGINEER.                                                                                                                                                                                                                          

L2 FOR DETACHED CURB, OMIT RADIUS AT FLOW LINE.                                                                                                                                                                                                                   

LOWERED CONCRETE CURB NOTES

TACHED CURB OR INTEGRAL CURB AS NOTED ON THE                                                                                                                                                         

REV. 10-26-93: CHANGED BOTTOMSLOPE OF 6" COMBINED CURB ANDGUTTER FROM 0.083’/’ TO 0.020’/’.UNDER QUANTITIES FOR COMBINEDCURB AND GUTTER BLOCK CHANGED ALLQUANTITIES. CHANGED SIZE ANDSPACING OF EXPANSION JOINT. ADDEDGENERAL NOTE FOR CONTRACTIONJOINT.
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DEPTH (D)OF GUTTERIN INCHESTOTALWIDTH (W)IN INCHESCUBIC YARDSPERLINEAR FOOT
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 VERTICAL DEPTH (V) OF GUTTERAT FLOW LINE

D - 1.52"

D - 1.90"

D - 2.28"

VERTICAL DEPTH (V) MUST ALWAYS EXCEED SIX (6) INCHES.
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GENERAL NOTES

H 

I

CONTRACTION JOINTS ARE TO BE SPACED AT 10 FEET.  THE SPACINGOF 10 FEET MAY BE REDUCED FOR CLOSURES, BUT NOT LESS THAN 6 FEET.

J

    ITEM NO. 702-01.01  EXTRUDED MOUNTABLE CURB PER LINEAR FOOT    ITEM NO. 702-02     CONCRETE GUTTER PER CUBIC YARD                                                                                          ACCORDANCE WITH SECTION 905 - JOINT MATERIALS OF THE STANDARDSPECIFICATIONS.                                                                                                                                                                                               

K

WHERE CONCRETE MEDIAN PAVEMENT IS POURED BEHIND EXTRUDED 6" MOUNTABLECONCRETE CURB.  IT MAY BE POURED MONOLITHICALLY WITH THE CURB.

PAVEMENT IS CONCRETE

SEE NOTE I & J

FOR SPECIFICATIONS SEE "STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE 

  APPROVAL NOT REQUIRED.

  MINOR REVISION -- FHWA

CONCRETE CURBS AND

CONCRETE CURBS AND

GUTTERS

REV. 1-19-94 :  ADDED NEW GENERALNOTE J REGARDING USE OF EXTRUDED6 " MOUNTABLE CONCRETE CURB. REV. 10-26-97:  CORRECTED LABELINGOF PAVEMENT ON DETAILS.BITUMINOUSBASE AND BINDER   ITEM NO. 702-03     CONCRETE COMBINED CURB AND GUTTER PER                       CUBIC YARD                                                                                                                       

6" SLOPING CONCRETE COMBINED CURB AND GUTTER

6" SLOPING CONCRETE COMBINED CURB AND GUTTER TABLE

6" SLOPING DETACHED CONCRETE CURBS

6" SLOPING

6"SLOPING

EXTRUDED 6" SLOPING CONCRETE CURB

IN SPECIAL CONDITIONS SUCH AS LOW SPEED LOW VOLUME LOCAL STREETS, AS A TEMPORARY MEASURE TO

THE EXTRUDED 6" SLOPING (MOUNTABLE) CONCRETE CURB IS TO BE USED ONLY 

           CONTROL TRAFFIC FLOW OR WHEN TIEING TO 

SIMULAR CURBS ON SUBDIVISION STREETS OR IN PARKING LOTS.

 STANDARD 6" SLOPING (MOUNTABLE)REV. 2-28-02:  CHANGED SHEET NAME.  CHANGED REFERENCE TO CURB FROMMOUNTABLE TO SLOPING.
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