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1" STEEL CONDUIT RISERNO. 6 BARE COPPERSOLID GROUND WIRE 5/8 " x 8’-0" COPPERCLAD GROUND ROD

SEE STD. DWG. NO. T-SG-10 FOR FOUNDATION DETAILS & NOTES

GENERAL NOTES
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FLASHING WARNING BEACON

FLASHING INTERSECTION BEACON

12’ TO 15’ PEDESTAL POLE(4" INSIDE DIAMETER)

TO POLE TO POLE

  APPROVAL NOT REQUIRED.

  MINOR REVISION -- FHWA

8" OVERHEAD FLASHINGSCHOOL ZONE SPEED LIMIT BEACON8" POLE MOUNTED FLASHINGSCHOOL ZONE SPEED LIMIT BEACON12" OVERHEAD FLASHINGSCHOOL ZONE SPEED LIMIT BEACON12" POLE MOUNTED FLASHINGSCHOOL ZONE SPEED LIMIT BEACON

12’ TYP. (8’ MIN.)

A  THE FLASHER CONTROLLER SHALL BE ENCLOSED IN A  NEMA 3R RAINTIGHT, LOCKABLE ENCLOSURE. B  SIGNAL INDICATIONS SHALL BE MOUNTED 12" FROM WARNING SIGNS. (EXCEPT 8" INDICATIONS    MOUNTED INSIDE SCHOOL ZONE SPEED LIMIT BEACON.) C  SIGNAL INDICATIONS FOR FLASHING WARNING BEACON AND SCHOOL ZONE SPEED LIMIT BEACON    SHALL FLASH ALTERNATELY. D  SIGNAL INDICATIONS FOR FLASHING INTERSECTION BEACON TO FLASH SIMULTANEOUSLY.1" LIQUIDTIGHTFLEXIBLE CONDUITFLASHINGBEACONDETAIL
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STATE OF TENNESSEE

DEPARTMENT OF TRANSPORTATION
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REV. 6-1-09:  REVISED PEDESTAL POLE HEIGHT DIMENTION ADDED LOCKING SCREW.INSTALL LOCKING SCREW TO PREVENT ROTATION


