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TEMPORARY SEDIMENT TUBE GENERAL NOTES
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TEMPORARY SEDIMENT TUBES CAN BE PLACED AT THE TOP, ON THE FACE, OR AT THE
TOE OF SLOPES TO INTERCEPT RUNOFF, REDUCE FLOW VELOCITY, RELEASE THE RUNOFF
AS SHEET FLOW AND PROVIDE REMOVAL OF SEDIMENT FROM THE RUNOFF.

TEMPORARY SEDIMENT TUBES SHALL BE INSTALLED ALONG OR ON THE GROUND CONTOUR,
AT THE TOE OF SLOPES, OR IN A DITCH TO HELP REDUCE THE EFFECTS OF SOIL
EROSION AND RETAIN SEDIMENT. SEDIMENT TUBES SHOULD NOT BE USED IN DITCHES
OR STREAMS WITH CONTINUQOUS FLOW.

FOR DITCH APPLICATIONS, THE MAXIMUM DRAINAGE AREA SHALL BE 6.1 HECTARES. AT
SITES WHICH DRAIN TO HIGH-QUALITY OR SEDIMENT-IMPAIRED STREAMS, THE MAXIMUM
DRAINAGE AREA SHALL BE 4.0 HECTARES.

TEMPORARY SEDIMENT TUBES SHALL BE MANUFACTURED FROM WOOD EXCELSIOR, RICE
OR WHEAT STRAW, COCONUT FIBERS, OR HARDWOOD MULCH THAT IS ENCLOSED BY A
TUBULAR FLEXIBLE NETTING MATERIAL. THE NETTING SHALL BE BIODEGRADABLE.

PINE NEEDLE AND LEAF MULCH FILLED SEDIMENT TUBES AND STRAW BALES ARE NOT
ACCEPTABLE MATERIALS.

THE DIAMETER OF A TEMPORARY SEDIMENT TUBE SHALL BE A MINIMUM OF 230 mm
AND A MAXIMUM OF 625 mm. FOR DITCH APPLICATIONS, TEMPORARY SEDIMENT
TUBES SHALL BE A MINIMUM OF 500 mm.

TEMPORARY SEDIMENT TUBES SHALL BE INSTALLED WITH WOODEN STAKES (MIN. 38 mm x
38 mm ACTUAL) OR STEEL POSTS (1.86 kg/m (1.25 LBS/FO0T)). THE MINIMUM LENGTH
OF THE STAKE SHALL BE 1.2 m AND EMBEDDED A MINIMUM OF 600 mm.

TEMPORARY SEDIMENT TUBES SHALL BE TRENCHED IN A MINIMUM OF 50 mm,

IF MORE THAN ONE TEMPORARY SEDIMENT TUBE IS PLACED IN A ROW, THE TUBES SHALL
BE OVERLAPPED A MINIMUM OF 600 mm TO PREVENT FLOW AND SEDIMENT FROM

PASSING THROUGH THE FIELD JOINT. WHEN USED IN DITCHES, TUBES SHALL BE A
CONTINUOUS SEGMENT. OVERLAPPING OF TUBES IN DITCHES WILL NOT BE ALLOWED.

FOR DITCH APPLICATIONS, TEMPORARY SEDIMENT TUBES SHALL BE A MINIMUM OF 500 mm
DIAMETER AND SHALL BE PLACED PERPENDICULAR TO THE FLOW OF WATER. TEMPORARY
SEDIMENT TUBES SHALL CONTINUE UP THE SIDES SLOPES A MINIMUM OF 900 mm ABOVE
THE DESIGN FLOW DEPTH. TEMPORARY SEDIMENT TUBES SHALL REMAIN [N PLACE UNTIL
FULLY ESTABLISHED VEGETATION HAS COMPLETELY DEVELOPED.

TEMPORARY SEDIMENT TUBES SHALL BE BID FOR UNDER THE FOLLOWING PAY [TEMS:

740M11.01 TEMPORARY SEDIMENT TUBE (200 mm) PER METER
740M11.02 TEMPORARY SEDIMENT TUBE (300 mm) PER METER
740M11.03 TEMPORARY SEDIMENT TUBE (450 mm) PER METER
740M11.04 TEMPORARY SEDIMENT TUBE (500 mm) PER METER
740M11.05 TEMPORARY SEDIMENT TUBE (600 mm) PER METER

PAYMENT SHALL INCLUDE ALL MATERIALS AND LABOR NECESSARY FOR CONSTRUCTION
AND MAINTENANCE OF TEMPORARY SEDIMENT TUBE. DIAMETER TOLERANCE IS 50 mm.

ANY PRODUCT LISTED ON THE QUALIFIED PRODUCTS LIST AS AN APPROVED ALTERNATE,
IS ALSO ACCEPTABLE.

SEDIMENT SHALL BE REMOVED FROM BEHIND THE TEMPORARY SEDIMENT TUBE WHEN IT
HAS ACCUMULATED TO ONE-HALF THE ORIGINAL HEIGHT OF THE STRUCTURE AND PAID FOR
UNDER ITEM NO. 209M05, SEDIMENT REMOVAL PER CUBIC METER.
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