O REV. 2-1-99: MADE GENERAL REVISION.
O REV. 10-10-01: MODIFIED GUARDRAIL
X X Ti X NGTH IMPACT HEAD DETAILS AND ADDED DETAIL
/5' mm X 51 mm X 6 mm TUBE X 152 mm LENG FOR GUARDRAIL POST MOUNTING BRACKET.
GUARDRAIL POST MOUNTING BRACKET
§ S 150 (NOMINAL 140 (TYPICAL) 200 (NOMINAL) 190 (TYPICAL)
| 165 . GENERAL NOTES
1 6 mm BENT PL 3 |_—19 mm DIA. HoLE s \ 19 mm DIA. HOLE @® THE NO. | AND NO. 2 BREAKAWAY
~ ~ POSTS WILL HAVE A 150 mm x
| 502 | T -4 H T -FT751- 200 mm (NOMINAL) CROSS-SECTION
552 330 1219 AREA AND WILL HAVE A 64 mm
T . - ~ | 64 mm DIA. HOLE IN DIAMETER HOLE CENTERED 686 mm
= = S | P |- BOTH BREAKAWAY POSTS BELOW THE TOP OF THE POST ON
~ 2] 3 e » 3 | o THE 200 mm SIDE AS SHOWN. ALL
MR € 64 mm DIA. HOLE o - - wg POSTS SHALL BE ERECTED SO THAT
TOP VIEW al " S THE GUARDRAIL WILL HAVE A
Ll 32 S i TOP-OF -RAIL HEIGHT OF 686 mm.
N © J.- - —} B B —_
]| | * S —[ E - * ALL HOLES IN WOOD POSTS ARE TO
T NeS= GROUND LINE =
© AL 2| o = BE DRILLED BEFORE PRESERVATIVE
0 * 3 \\\ = RREROKNN — = A TREATMENT .
o \\\ K ML6 BOLT THROUGH - © _.l//{ ~
© W 19 mm DIA. HOLE IN TUBE =4 _! o © ALL CUTTING, DRILLING, AND
1 0 W AND 19 mm DIA. HOLE IN M [T A WELDING OF STEEL COMPONENTS
TR WOOD INSERT _ = SHALL BE DONE BEFORE
® @:.-'\.I r -1 GALVANIZING.
3 mm BENT PL R — %o @
FRONT VIEW 3 mm BENT FL = ERRRN 102 . 102 e (© THE FINISHED CABLE ASSEMBLY
3 mm BENT PL ONE (1) M16 BOLT J - WILL NOT BE ACCEPTABLE UNLESS
— 3 mm AL THROUGH 19 mm DIA. HOLE IT IS IN TENSION WITH NO SAG.
, (® SEE STANDARD DRAWING NOS.
) — © SM-GR-35 AND SM-GR-36 FOR
Q H b4 L L ~— e —
] - ] | - N~ N~ \ 203 mm x 152 mm x 4.8 mm ~— ﬁg?é;[ONAL DETAILS AND GENERAL
\ STEEL FOUNDATION .
\ TUBE 1829 mm LONG (® THE STEEL TUBES ARE TO BE
/ \_ 3 mm PL FRONT VIEW DRIVEN INTO GROUND BEFORE THE
3 BENT P 3 mm PL GUARDRAIL POST MOUNTING BRACKET ONT VIEW END WOODEN POSTS ARE INSERTED.
mm L (SEE ENLARGED VIEW)
229
552 330 1219 | NO. 1 & 2 BREAKAWAY POSTS WITH 1829 mm TUBE SLEEVE
1 1
102 140 3
SIDE VIEW
117 791| 1 13 mm X 13 mm 45° BEVEL
1\ GUARDRAIL IMPACT HEAD DETAILS 29 mm DIA. HOLE 16 TYPICAL BOTH CORNERS 2.0m y |
| 4 {
I:EL—-I 19 mm DIA (6 x 19)
102 | D11 mm DIA. 336 — GALVANIZED CABLE
HOLE
J/ 41 5, 54
117 | s __;
79 | o] b
13 25 mm DIA. x 178 mm STUD a1 32
_T THREADED ENTIRE
10 GAGE (3.43 mm) — 53 LENGTH
CABLE RELEASE PLATE STANDARD SWAGE FITTING AND STUD
NOTE: CABLE TO BE SWAGE-CONNECTED
GUARDRAIL POST
MOUNTING BRACKET
NEUTRAL AXIS HEX HEAD
13 mm X 32 mm A325
CABLE RELEASE QUICK RELEASE
PLATE WELDED | STRUCTURAL BOLT,
INSIDE OF BRACKET 406 | 13 mm STRUCTURAL WITH 27 mm 0.D. X 14 mm 1.D.
50 102 102 . 102 50 NUT AND WASHER STRUCTURAL WASHERS ¢
~— I I ON BOTH SIDES
' /METRIQ
HEX NUT AND WASHER FOR
25 mm DIA. STUD %
45 ALL UNITS ARE IN MILLIMETERS
25 mm DIA. STUD 6.4 mm UNLESS NOTED OTHERWISE.
CABLE RELEASE 19 mm OPEN SLOTS
6.4 mm BRACKET (8 REQUIRED) DI MINOR REVISION -- FHWA
19 mm OPEN SLOTS CABLE RELEASE SPE“Q'[-)R“;'PACETE‘”EB?M APPROVAL NOT REQUIRED.
UA AIL ELEMEN
(8 REQUIRED) BRACKET
e STATE OF TENMNESSEE
ht FRONT VIEW (Swiggég ':EMSVEA})) DEPARTHENT OF TRAMSPORTATION
I SIDE VIEW CABLE RELEASE BRACKET
@ SKT-350
(2 TUBE)
H CABLE RELEASE ANCHOR PLATE ASSEMBLY DETAILS POST AND
08 SEE DRAWING NO. SM-GR-35 FOR RELATION OF SECTION “A-A" TO FRONT ELEVATION VIEW OF GUARDRAIL ANCHORS ASSEMBLY DETAILS
o
N
3 7-29-98 [ SM-GR-37
~N
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