17372004
8888DGNSPEC

AERIAL SLACK BRACKET

(SEE STD. DWG. TM-FO-3

FOR DETAILS)

,//——MESSENGER CABLE

RISER SEALING —~4

BUSHING REQUIRED

SPLICE CLOSURE

WITH SPLICE TRAY.

RISER SEALING BUSHING REQUIRED

RIGID RISER

ALT. 1

r

AERIAL SLACK BRACKET
(SEE STD. DWG. TM-FO-3
FOR DETAILS)

ALT. 2

’//—MESSENGER CABLE

‘\\\\\——LASHED FIBER OPTIC

TRUNK CABLE

SPLICE CLOSURE WITH

SPLICE TRAY

DRILL CABLE ENTRANCE HOLE——J/

AERIAL SLACK BRACKET
(SEE STD. DWG. TM-FO-3

FOR DETAILS)
MESSENGER CABLE

—

L

LASHED FIBER OPTIC
TRUNK CABLE

SPLICE CLOSURE WITH
SPLICE TRAY

LASHED FIBER OPTIC

TRUNK

FIBER OPTIC
DROP CABLE

CONDUIT

N

N

AERTAL ENTRANCE FOR EMBEDDED

STEEL,

DRILL CABLE ——J/

ENTRANCE HOLE
AND INSTALL

THREADED CONDUIT

CONCRETE,

OR WOOD POLE

INTO BASE MOUNTED CABINET
(EXTERNAL SPLICE)

AERIAL SLACK BRACKET

(SEE STD. DWG. TM-F0-3
//F-FOR DETAILS)

’

INSTALL SEALING
BUSHING IN
THREADED CONDUIT

FIBER OPTIC
DROP CABLE __\\\\\\

//r——CONDUIT

TRUNK CABLE

SPLICE TRAY,

CABLE

— TRAFFIC CONTROLLER
WITH INTERNAL OR SHELF
MOUNT F/0 MODEM

N JUMPERS

DISTRIBUTION BOX
(FAN OUT REOD. ON
DROP CABLE)

MESSENGER CABLE

LASHED FIBER OPTIC

SPLICE CLOSURE WITH

EXIST. RISER
W/WEATHERHEAD
(REMOVE WEATHERHEAD
AND INSTALL SEALING
BUSHING)

FIBER OPTIC

INSTALL NEW RISER
WITH SEALING BUSHING

INSTALL WEATHERPROOF HUB
TRAFFIC CONTROLLER

WITH INTERNAL OR SHELF
MOUNT F/0 MODEM

JUMPERS

(FAN OUT REQD. ON DROP CABLE)

DROP CABLE DISTRIBUTION BOX

INSTALL LARGE

RADIUS PIPE

ONONNON 2N 2N
RN R
OONININININ NN
INANNN SIS
NI 79\/)‘/)‘/)‘/)‘/)‘//\/)‘//\/

AERTAL ENTRANCE FOR

EMBEDDED S

TEEL,

CONCRETE,
POLE INTO POLE MOUNTED CABINET

(EXTERNAL SPLICE)

TRAFFIC CONTROLLER

MOUNT F/0 MODEM

N JUMPERS

\\\\\_ DISTRIBUTION BOX

[ WITH INTERNAL OR SHELF

-/ I
LASHED FIBER

OPTIC TRUNK
CABLE

(FAN OUT REQD. ON

DROP CABLE)

>/ ST

AERTAL ENTRANCE FOR

STEEL POLE INTO BASE MOUNTED CABINET
(EXTERNAL SPLICE)

=

OR WOOD

AND INSTALL THREADED CONDUIT

r///,/f"

INSTALL SEALING
BUSHING IN

THREADED CONDUIT
FIBER OPTIC DROP CABLE——////

JUMPERS

TRAFFIC CONTROLLER —~]
WITH INTERNAL OR SHELF
MOUNT F/0 MODEM L‘

INSTALL 90°
SWEEP PIPE.

AERTAL ENTRANCE FOR
(EXTERNAL SPLICE)

DISTRIBUTION BOX
(FAN OUT REQD. ON DROP CABLE)

GENERAL NOTES

@ CONDUIT FOR FIBER OPTIC CABLE REQUIRED TO UTILIZE LARGE
RADIUS BENDS (MINIMUM RADIUS 150 mm) NO ELBOW JOINTS
ALLOWED.

ALL SPLICE CLOSURES TO CONTAIN SUFFICIENT SLACK FIBER
TO PERFORM SPLICE ON GROUND IN MAINTENANCE VEHICLE
(MINIMUM 7.6 m OF SLACK FOR EACH CABLE).

© ALL SPLICES TO BE FUSION UNLESS OTHERWISE NOTED.

AERIAL SLACK BRACKET

(SEE STD. DWG. TM-FO-3
/[_FOR DETAILS)

MESSENGER CABLE

LASHED FIBER OPTIC
TRUNK CABLE

SPLICE CLOSURE WITH
SPLICE TRAY

TYPICAL OVERHEAD SPLICE

STEEL POLE INTO POLE MOUNTED CABINET

N

METRIQ

N A

ALL UNITS ARE IN MILLIMETERS
UNLESS NOTED OTHERWISE.

O MINOR REVISION -- FHWA
APPROVAL NOT REQUIRED.

STATE OF TENNESSEE

DEPARTMENT OF TRANSPORTATION

FIBER OPTIC
AERTAL ENTRANCE
DETAILS

7-29-04 TM-FO-1
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