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(GALVANIZE AFTER FORMING)

GENERAL NOTES

®

PRECAST CONCRETE BARRIER SHALL BE CONSTRUCTED WITH CLASS ‘A’ CONCRETE
MANUFACTURED IN ACCORDANCE WITH SECTION 604 OF THE STANDARD SPECIFICATIONS.

REINFORCING STEEL: TO BE ASTM A615M.

ONC)

THE CONNECTOR PIN, M30 X 640 mm THREADED ROD OR M30 X 640 mm BOLT SHALL
HAVE A MINIMUM OF 222000 N TENSILE STRENGTH. THE HEAVY HEX NUTS AND THE TwO
HEAVY FLAT WASHERS SHALL MEET ASTM A325M. THE CONNECTOR PIN, TOP CONNECTOR,
BOTTOM CONNECTOR, NUTS AND WASHERS SHALL BE GALVANIZED IN ACCORDANCE WITH
AASHTO MI111.

PLACE ALL STEEL REINFORCEMENT 50 mm MINIMUM FROM QUTSIDE FACE OF WALL., EXCEPT
AS OTHERWISE SHOWN.

PAYMENT WILL BE MADE UNDER ITEM NO. T12MO02.02, INTERCONNECTED PORTABLE BARRIER
RAIL PER LINEAR METER.

ANY SALVAGABLE VALUE OF THE PORTABLE BARRIER RAIL WILL BECOME THE PROPERTY OF
THE CONTRACTOR. THE PORTABLE BARRIER RAIL SHALL BE MOVED OFF THE PROJECT
IN A MANNER AND TIME SUITABLE TO THE ENGINEER.

WHEN INTERCONNECTED PORTABLE BARRIER RAIL IS CONSTRUCTED IN THE UPRIGHT POSITION
AS SHOWN ON THIS DRAWING THE VB1300 BAR WILL BECOME OPTIONAL AND MAY BE OMITTED
FROM THE INSTALLATION.

® @ 0 0 6

ALTERNATE PRECAST BARRIERS OF THE SAME EXACT CROSS-SECTION HAVING EQUIVALENT
REINFORCEMENT, BUT EQUIPPED WITH OTHER FEDERALLY APPROVED, CRASH TESTED
INTERCONNECTING HARDWARE MEETING NCHRP 350 CRASH TESTING REQUIREMENTS MAY BE
SUBMITTED TO THE DIVISION OF STRUCTURES. [F APPPROVED, THE ALTERNATE WILL BE
ADDED TO THE TDOT APPROVED QUALIFIED PRODUCT LISTS FOR ACCEPTABLE PRODUCTS.

C) THE CONTRACTORS, [F THEY WISH TO USE AN ALTERNATE, SHOULD CONSULT THE TDOT
APPROVED QUALIFIED PRODUCT LISTS FOR ALTERNATES TO THE INTERCONNECTED PORTABLE
BARRIER RAIL SHOWN ON THIS STANDARD DRAWING. THE DIVISION OF MATERIALS AND
TESTS SHOULD BE CONTACTED FOR THIS LIST.

C) DIFFERENT SECTION LENGTHS AND DIFFERENT APPROVED CONNECTIONS CAN BE USED ON A
SPECIFIC PROJECT (REFER TO GENERAL NOTES H AND 1 ABOVE), ONLY ONE SECTION LENGTH
AND CONNECTION TYPE SHALL BE USED IN A SINGLE RUN OF INTERCONNECTED PORTABLE
BARRIER RAIL.

LIFTING HOLE ANB SLOT FOOTNOTES

©06

C) 50 mm DIAMETER LIFTING HOLE - 2 REQUIRED FOR EACH SECTION TO BE PLACED 1015 mm

FROM EITHER END OF THE BARRIER WALL. ADDITIONAL HOLES MAY BE ADDED TO 6.100 m
SECTION LENGTHS, PLACEMENT OF ADDITIONAL HOLES TO BE AT THE DISCRETION OF THE
FABRICATOR. FORMED WITH 50 mm PVC PIPE OR EQUAL.

LIFTING BARS SHALL BE REQUIRED TO PREVENT SPALLING OF CONCRETE AROUND HOLES.

150 mm LIFT SLOTS MAY BE OMITTED ON 6.100 m SECTIONS, IF THE CONTRACTOR DESIRES
TO DO sO.

75 mm MINIMUM
THREADED

CONNECTOR PIN

APPROXIMATE WEIGHT AND QUANTITIES

SECTION[ o\ [ REINFORCING [ CONCRETE
LENGTH K STEEL (EUBIC
ME TERS 9 kg METERS)

3.050 2018 50 0.9
6.100 4037 83 1.9

THREADS BURRED
AFTER ASSEMBLY

BILL OF STEEL

BAR | SIZE | NO. REQUIRED | LENGTH
A1300 13 4 *

30 mm DIAMETER
STEEL BAR

A1900 19 1 [
A1901 19 2 A

C1300 13 8 810

U1300 13 8 1675

35 mm x 65 mm x 4 mm
STEEL WASHER (TYPICAL)

VB1300 13 2 635
(SEE TABLE OF DIMENSIONS FOR SYMBOLS)

M30 HEAVY
HEX NUT

TABLE OF DIMENSIONS

SECTION (#) ) A *
3.050 m | 3.050m [ 2.750 m | 2.475 m | 2.900 m
6.100 m | 6.100 m | 5.800 m | 5.500 m | 5.950 m

(SEE ELEVATION FOR LOCATION)

O REV. 11-1-95: CHANGED TO
METRIC.

O REV. 5-27-99:
NoTES @ ano (D .

ADDED GENERAL

REV. 3-10-00:
NOTE ).

ADDED GENERAL

JHETRIO

N A

SEE STANDARD DRAWING NO.
TM-PBR-2 FOR DETAILS
REGARDING VERTICAL PANELS

ALL UNITS ARE IN MILLIMETERS
UNLESS NOTED OTHERWISE.

[ MINOR REVISION -- FHWA
APPROVAL NOT REQUIRED.

STATE OF TENNESSEE
DEPARTMENT OF TRAMSPORTATION

INTERCONNECTED
PORTABLE
BARRIER
RAIL

11-1-95 | TM-PBR-1

tmpbr1.dgn 2/24/2005 8:33:45 AM
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