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3 BOLT CLINCHING CLAMPS
(BOND MESSENGER TO POLE
GROUND. )

9.52 mm SPAN WIRE OR
©.35 mm MESSENGER CABLE

GROUND CLAMP

152 MIN.

LASHING WIRE

6" TO 12"

COMMUNICATIONS, SIGNAL OR DETECTOR CABLES]
LASH ALL CABLES TOGETHER WITH ALUMINUM
WRAPPING TAPE AT 152 mm 0.C. FROM SPLIT TO
SPLIT IF MORE THAN ONE CABLE, LASH

CABLE BUNDLE TO CABLE HANGER.

TYPICAL
CONTINUATION-SAME

EYE TYPE STRANDVISE OR
3 BOLT CABLE CLAMPS

9.52 mm SPAN WIRE OR
6.35 mm MESSENGER CABLE

152 MIN.

LASHING WIRE
CLAMP OR CABLE BAND

GROUND CLAMP

MESSENGER CABLE BONDED
TO POLE GROUND

CLAMP OR CABLE BAND

| —WOO0D POLE

MESSENGER CABLE BONDED
l*"" 10 POLE GROUND

CABLE
MESSENGER CABLE

15.8 THRIMBLE EYE BOLT

ey

WASHER. LOCK
WASHER AND
DOUBLE NUT

he
[ B
=2

| — WO0D POLE

—< >

TYPICAL POLE ATTACHMENT DETATIL
FOR MESSENGER DEAD END

e

\— 4,77 mm x 75 mm STEEL CLAMP

16 U-BOLT
CLAMP OR
SPLIT CLAMP

\\\
O

IN— STEEL POLE

TYPICAL POLE ATTACHMENT
FOR STEEL POLE

STAINLESS STEEL BRACKET
WITH 8 mm SHOULDER
EYEBOLT, LOCKWASHER

AND HEXNUT.

[\\—SOUARE CONCRETE POLE

O/

TYPICAL POLE ATTACHMENT FOR

SQUARE CONCRETE POLE

9.52 mm SPAN WIRE OR
6.35 mm MESSENGER CABLE

LASHING WIRE
CLAMP OR CABLE BAND

15.8 THIMBLE
EYE BOLT

EYE TYPE STRANDVISE OR
3 BOLT CABLE CLAMPS

152 MIN.

GROUND CLAMP

MESSENGER CABLE BONDED
TO POLE GROUND

ALTERNATE CABLE CONTINUATION-SEPARATE

MESSENGER CABLE

\16 mm BOLT AND

HEX NUT

6 mm X 38 mm
GALVANIZED -
STEEL CLAMP

SPLIT CLAMP

2 - 16 mm SELF LOCKING
HEX, NUTS

16 mm U-BOLT
U-BOLT CLAMP

DETAIL A SUSPENDED BOX PG
TENSION RING (TYP.) m L~
N~/

LASHING WIRE WITH THREE 360° SPIRALS
PER METER CLOCKWISE AND THREE 360°

SPIRALS PER METER COUNTERCLOCKWISE. 360°

WASHER, LOCK
WASHER AND
DOUBLE NUT

| —WwooD POLE

LASHING WIRE WITH THREE

SPIRALS PER METER

GROUND CLAMP

152 MIN.

SQUARE CuT

COMMUNICATIONS,
SIGNAL OR
DETECTOR CABLES

THIMBLE EYE BOLT

EYE BOLT SHALL EXCEED
TENSILE STRENGTH OF SPAN WIRE

152

Q00

=g

THREE BOLT CLAMP

—F=D

CABLE DEAD END
OR STRAND VISE

GENERAL NOTES

MINIMUM 9.52 mm SPAN WIRE SHALL BE USED TO SUPPORT TRAFFIC SIGNALS, SIGNS AND
SIGNAL CABLES. 6.35 mm MESSENGER CABLE SHALL BE USED ONLY TO SUPPORT
COMMUNICATIONS, SIGNAL OR DETECTOR CABLES.

IF IT IS NECESSARY TO RUN POWER SERVICE CABLE FROM ONE SIGNAL (STRAIN OR WOOD)
POLE TO ANOTHER, THE POWER SERVICE CABLE SHALL BE LASHED TO [TS OWN
MESSENGER CABLE 610 mm ABOVE THE SIGNAL CABLE.

®@ ©

DEAD END ATTACHMENTS TO BE UTILIZED ON ALL TRANSFERS FROM UTILITY POLES TO THE
SIGNAL POLES.

ALL MESSENGER CABLE WITH FIBER OPTIC CABLE SHALL BE DOUBLE LASHED.

® ©

SPAN WIRE

25 mm X 102 mm MIN, — L

WELDLESS RING-GALVANIZED — TTS

STEEL OF SUFFICIENT I~ SEE DETAIL
STRENGTH TO CARRY = A ORB
LOAD APPLIED BY —

SPAN WIRE — ~—

INCREASED BY SAFETY
FACTOR OF 1.5

ALL UNITS ARE IN MILLIMETERS
UNLESS NOTED OTHERWISE.

SPAN WIRE OR
MESSENGER CABLE

SPAN WIRE OR
l//F-MESSENGER CABLE

3 BOLT
CLAMPS

I MINOR REVISION -- FHWA
APPROVAL NOT REOQUIRED.

[-CABLE (S)

[-MULTlPLE COMMUNICATIONS, SIGNAL
AND DETECTOR CABLES

DOUBLE LASHING DETATIL

TYPICAL LASHING DETAIL

STATE OF TEMMESSEE
DEPARTMENT OF TRANSPORTATION

DETAIL B
STRAND CONNECTOR

SPAN WIRE AND
MESSENGER CABLE
DETAILS

7-29-04 TM-SG-4

(ALT.)
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