O REV. 11-1-95: CHANGED TO METRIC
O REV. 7-29-96: REDREW SHEET ON
CADD AND MADE MINOR CHANGES.
REV. 12-16-03.: REDREW SHEET.
REV. SIGNAL MOUNTING BRACKET,
ADDED SIGN MOUNTING BRACKET
o DETAIL AND REDREW POLE DETAIL.
r:||':| ©o ADDED MAX. MOUNTING HEIGHT FOR
E SICNAL HEADS AND ADDED HAND
£ HOLE DETAIL.
4 32 mm FLANGE PLATE
mZ —i— & ot REV. 7-29-04: REDREW AND
zh REDESIGNED SHEET.
UNIFORMLY TAPERED STEEL MAST ARM | aa
LENGTH AS NOTED IN PLANS ° 6.35 mm THICK GUSSETS
610 MIN. | 3.66 m TYP. ¢ 2.44 m MIN.) | o5 s B0OTTOM
REMOVABLE
P AP 64
Eﬁgog:gl.s\ql: O ¢ Top THICK ARM PLATE
— T
| ] 165 mm FOR POLE BUTT.
-4~ HOOK WELDED IN DIA. OVER 250 mm
— | :| TOP OF POLE 90 mm FOR POLE BUTT.
= DIA. UP THRU 250 mm
ll LJ l] 31 mm - 7NC2
WIRE ENTRANCE TO BE TAPPED HOLES
FIELD DRILLED AFTER u 1 ] FOR 31 mm HEX HEAD
6. T u
HEADS ARE AL IGNED i 2 SlGDEJ%J';"SETHSICK 0 O O BOLTS (A3251
IN FIELD. ol |
o|Z
5|2 O
BACKPLATE =3 ' |' 4. D1 wisinG
] ~ HOLE (DEBURRED)
(WHEN REOD.) 5.03 m MIN. VERTICAL CLEARANCE N|E WAND HOLE _/| i o o 102 mm DIA. HOLE
5.33 m TYPICAL c = REQUIRED IF H IN POLE
H SHAFT INCLUDES | -
m|o EXTENSION
@2 FOR LUMINAIRE —
TYPICAL POLE pig
MOUNTED SIGNAL 3|, 38 mm WEATHER SIDE FRONT
MAX. MOUNTING (IF REQD.) &= HEAD FOR SERVICE 356 mm FOR POLE BUTT —
HEIGHT 2|m ENTRANCE AND RIGID DIA. OVERR234 P
HICH STRENGTH —=1 TRENGT PER MUTCD. 7|, CLEVIS CLAMP ZTA. e TRy 254
5 @ .
SIGN  STEEL BAND ADJUSTABLE CAST Siincres o™ 7.77m z|2 H;HnégSU%ATOR
S ST & '
UPPER BRACKET e e | g DETAIL A
BOLT CLAMP
FOR VERTICAL—=] 3.05 m TYP. PEDESTRIAN
ADJUSTMENT 2.44 m MIN, SIGNAL
TYPICAL— | (WHERE REQD.)
S CLAMSHELL
Vi AL
SUPPORT MOUNT ING
TUBE 2.44 m TYP,
L 3108 m vk, MAST ARM GENERAL NOTES
MAST ARM SIGN BRACKET SIGNAL MOUNTING BRACKET i () ADJUSTMENT OF MAST ARM POLE FOUNDATIONS MAY BE ADJUSTED UP TO 600 mm. ADJUSTMENTS
(TYPICAL) (TYPICAL) PEDESTRIAN GREATER THAN 600 mm MUST BE REVIEWED AND APPROVED BY ENGINEER.
PUSHBUTTON
| AND SIGN IF CABINET 1S POLE MOUNTED, POWER SERVICE CABLE MAY BE RUN DOWN OUTSIDE OF
EXAMPLE VARIABLE (WHERE REQD.) g;I']EEIﬁ ggsA{EIEP(S)LE INBESRmn FTzcgoRéSESEQSRAITEErzngTE ;gslg(T)EgN/qu FTzug(.) GUNgER(E;ROUND
by W v HALL UN_THROUGH ARA mm NDU HROUGH POL
POLE MANUFACTURER ACME POLE COMPANY 610 MIN. FOUNDATION (SEE STD. DWG. TM-SG-5).
MANUFACTURER DESIGN NO. | DESIGN NO. 01234 -
DATE OF MANUFACTURE DATE OF MANUFACTURE 12-31-03 1.07 m © ENTRANCES FOR MAST ARM AND POLE MOUNTED SIGNAL HEADS SHALL BE FIELD DRILLED TO
TDOT PROJECT NO. TDOT PROJECT NO. CM-STP-106(4) ENSURE PROPER PLACEMENT.
@ THE BOTTOM OF ALL SIGNAL HEADS ON EACH APPROACH TO BE APPROX. SAME HEIGHT.
CURB FACE
® SIGNALS TO BE MOUNTED WITH 5.33 m TYPICAL VERTICAL CLEARANCE (5.03 m MIN.).
TYPICAL POLE INFORMATION PLATE MAXIMUM MOUNTING HEIGHT SHALL BE CHECKED PER MUTCD AND HEIGHT ADJUSTED IF
MIN., 50 mm x 100 mm NECESSARY .,
(TO BE ATTACHED TO POLE BASE ADJACENT TO HANDHOLE)
BASE PLATE AND (® PEDESTRIAN SIGNAL HEADS TO BE CLAMSHELL MOUNTED UNLESS OTHERWISE SHOWN ON PLANS.
BOLT COVER
*..|—— SEE FOOTING DETAIL
ON STD. DWG. TM-SG-10
L.LENGTH AS NOTED IN PLANS |
POLE CAP.
| LENGTH AS NOTED IN PLANS _|
152 | I
. ‘ METRIQ)
|: €
EXTENSION FOR — - )
LUMINAIRE ARM CURVED HANDHOLE WITH
FRAME AND COVER INFORMATION
MOUNTING HEIGHT 125 X 200 (MINIMUM) PLATE ALL UNITS ARE IN MILL IMETERS
AS NOTED IN PLANS [ Z UNLESS NOTED OTHERWISE.
[0 MINOR REVISION -- FHWA
'3 1appeD Hoe APPROVAL NOT REQUIRED.
ALTERNATE LUMINAIRE ARM FOR GROUNDING
MAST ARM POLE —| STATE OF TENNESSEE
N DETAIL B - HANDHOLE DEPARTMENT OF TRANSPORTATION
d!
@l — DETAILS
OF
@ DETAIL FOR LUMINAIRE EXTENSION AS REQUIRED BY PLANS CANTILEVER
v§ SIGNAL SUPPORT
g2
@
%8 11-1-95 TM-SG-9
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