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CONCRETE MEDIAN BARRIER TRANSITION AT PROPOSED
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SECTION A

NOTE: 1. ALL COST OF THE TRANSITION FOR THE LIGHTING
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ELEVATION

. STANDARD ROAD AND BRIDGE SPECIFICATIONS OF THE TENNESSEE DEPARTMENT OF TRANSPORTATION

(MARCH, 1981 EDITION.)

. CONDUCTORS SHALL BE COPPER CONDUCTOR WITH 600 VOLT TYPE THWN-MTW, 75°C THERMOPLASTIC

INSULATION WITH ENLON JACKET. CONDUCTORS 2.588 10) AND SMALLER SHALL BE SOLID, S

mm (NO. 1ZES
C.ONunerngn (NO. 8) AND LARGER SHALL BE STRANDED. ALL WIRING SHALL BE RUN IN SCHEDULE 40 POLYVINYL

. THIS CONSTRUCTION SHALL COMPLY WITH THE LATEST REVISIONS TO THE NATIONAL ELECTRICAL CODE

NFPA NO. 70O, AND THE NATIONAL ELECTRICAL SAFETY CODE.

. ALL INCIDENTAL EQUIPMENT AND MATERIAL REQUIRED FOR THE SUCCESSFULL EXECUTION OF THIS WORK

SHALL BE FURNISHED WHETHER SPECIFICALLY NOTED OR NOT.

. A SEPARATE GROUNDING CONDUCTOR SHALL BE RUN IN EACH RACEWAY AND BONDED TO EACH POLE,

METAL CABINET OR BOX.GROUNDING CONDUCTORS SHALL BE 3.264 mm
600V TYPE TW INSULATION. GREEN COLOR

(NO. 8) COPPER CONDUCTOR, WITH

. PULL WIRES SHALL BE RUN IN EACH RACEWAY WHEN THE STANDARDS ARE TO BE INSTALLED UNDER A

FUTURE CONTRACT.

ALL UNITS ARE IN MILLIMETERS
UNLESS NOTED OTHERWISE.

v, MINOR REVISION - FHWA
" APPROVAL NOT REQUIRED
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