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FLANGE SPLICE PLATES ¢ | WEB SPLICE

WITH BUTT WELD. GRIND WEB BUTT
WELD FLUSH PRIOR TO PLACEMENT OF
SECOND WEB SPLICE PLATE.

DESIGNED BY .M HOLLORAN DATE
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DETAIL "A"

T—TF B 11 x 140 x 140

R 11 X 165 x 165

{255 mm PILES)

B 11 x 215 x 215
1 N i (305 mm PILES)

{255 mm PILES) (BOTH SIDES)
| (305 mm PILES) (BOTH SIDES)
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COVER DIMENSIONS SHALL APPLY TO OTHER SIZE PILES, ALSO.
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DETAIL "B"

PILE BENT DETAILS

NOTE: =W}-[EN SUBSTITUTION OF STEEL FOR PRECAST CONCRETE PILES OR PRECAST CONCRETE
PILES FOR STEEL PILES IS PERMITTED, THE DETAILS WILL BE AS SHOWN (SEE “"PILE BENT

DETAILS". THE SUBSTITUTION DOES NOT PERMIT CHANGING THE NUMBER OF PILES IN
EITHER CASE. SHOULD THE CONTRACTOR, WHEN PERMITTED, ELECT TO SUBSTITUTE STEEL
PILES - FOR CONCRETE PILES, THE COST OF ENCASING BLOCKS AT GROUND LINES AND
BRACING IF REQUIRED, SHALL BE INCLUDED IN THE PRICE BID PER METER OF PILES.

NOTE: WHEN "H" FOR STEEL PILE IS 3.0 m OR GREATER, BRACING IS REQUIRED.
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ALTERNATE "A"
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STEEL PIPE PILE

ALTERNATE "B" - SPLICING OF STEEL PIPE PILE

SPLICING OF STEEL PILES SHALL BE IN STRICT ACCORDANCE TO THE ANSIZAWS D 1.1 STRUCTURAL WELDING
CODE. FIELD WELDS MAY BE MADE WITH MEMBERS IN THE HORIZONTAL OR VERTICAL POSITION PROVIDED THE
APPROPRIATE PREQUALIFIED AWS D 1.1 WELD JOINT IS USED FOR THAT POSITION. THE WORK SHALL BE

PERFORMED BY AN AWS CERTIFIED WELDER.

'STEEL PILE SPLICE DETAILS

NOTE: THE CONTRACTOR MAY USE ALTERNATE "A" OR ALTERNATE "B" FOR H PILES,
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S ;_:_L:__:r:__:[:__:_} il . il WELDED FABRIC 50 mm X 50 mm WELDED FABRIC 50 mm X 50 mm
- Lt R VI i 1t MW3 WIRE. COST OF WIRE FABRIC MW9 WIRE. COST OF WIRE FABRIC:
ENCASING bt bt T ! byt TO BE INCLUDED IN UNIT PRICE BID TO BE INCLUDED IN UNIT PRICE BID
HALF BENT ' HALF BENT | FOR CLASS “A* CONCRETE. FOR CLASS "A" CONCRETE.
STEEL PILES CONCRETE PILES - | SECTION "X"-"X" A SECTION "X"-"X" A
A ELEVATION END ELEVATIONA o (SHOWING H PILE) (SHOWING PIPE PILE)
== == * ~ NOTE: DETAILS ARE SHOWN FOR A 250mm H PILE AND A 250mm PIPE PILE,
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ANOTE TOP OF ENCASING BLOCKS
SHALL BE SLOPED TO DRAIN
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